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ﬂ’%‘;ﬁgﬂfﬂl Yiizey Kapatma Secenekleri

Her turll uygulamalarin dis ceperlerini kapatmak icin kullanilan sac, suntalem, pleksiglass vb. gibi alternatif secenekler
kullanabilmek mimkindur.

Pvc Uygulama

Kompozit Uygulama

Suntalem Uygulama

MDF Uygulama

Surface Closing Options

Alternative options such as metal plate, laminated clipboard, plexiglass etc are available to cover all kind of applications

Uygulamalar



Uygulamalar

Farkl tasarimlarin sase ve govdelerinde gereken agirlik ve kuvvet miktarina goére secilen sigma profil kesitleri ve
standart baglanti elemanlarinin yardimi ile istenilen konstriiksiyon olusturulur. Asagida bazi 6rnek gérintiler

bulunmaktadir.




Desired constructions are formed by the aid of standard connectors and profile sections chosen according to

momentum needed on chassis and frames.

Uygulamalar



Uygulamalar
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gAl;La“r;?iloanrs Makina Uygulamalari

Makine imalatinda sigma profillerin kullanimi pratiktir. Degisken baglanti segenekleri ile istenilen mukavemette
yapilanma teskil eder. Bu 6zellikleri bir cok makine saselerinde gelik konstrikstyonun yerini almaktadir. Maliyet
ve zaman avantajlari ile kacinilmaz olarak kullanimi tercih sebebidir.

3 Eksen CNC Makinasi
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gAl;La“r;?iLanrs Makina Uygulamalari

The sigma profile provides ease in the machines manufacturing.It constutes of desired strenght with the variable
connection type.These features take place of steel construction at the a lot of chassis of machine.lt is preferred

firstly thanks to cost and time advantage.

Strafor Kesim Makinasi

Uygulamalar



Uygulamalar

&/gulamalar Kabinler

Her tUrli makine kabin yapimlarinda sigma profiller ideal bir alt yapi malzemesidir. Degisik renklerdeki pleksiglaslar
ile estetik bir gérunti saglanir. Kabin kapak secenekleri kullanim yerinde kolaylik saglayacak sekilde tasarlanir.

Pinomatik Sistem Koruma Kabini Elektronik Sistem Koruma Kabini

Makine Kabinlerinde Tercih Sebepleri : 1- Ses Yalitinu 2- Giivenlik 3- Hijyen 4-Estetik

Ambalaj Makinasi Kabini Paketleme Makinasi Kabini
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Uygulamalar .
|_—Applications Kabinler

Sigma profiles are an ideal material structure for making cabinet of all kinds of construction machinery.An aesthetics
image is provided in different colors of plexsglass. Cabin cover options designed to provide simple usage into the place.

Pres Baski Koruma Kabini

Pnomatik Sistem Koruma Kabini

Uretim Hatti Koruyucu Kabin

|"' [ & ]
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[

ulamalar
gAppncations Calisma Masalari

Degisken ebat ve dizaynlarda Uretilebilen ¢caligma masalari daha ¢ok montajlama ve test operasyonlarinda tercih
edilebilmektedir. Yizey kaplamali segenekleri ile olusturulan Uniteler estetik kullanim olanagi saglamaktadir.

Uriin Montaj Masasi

Test Egitim Masasi

work tables

Working tables that is producible in variable dimensions is preferred for mounting and testing operations. It provides
facility of working with PC, pneumatic, hand drill, clamp by the variety of surface coating.
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Uygulamalar
|_—Applications Stand Pano

Uygulamalar

Sigma Profiller endustriyel alanda oldugu gibi gérsel ve dekoratif uygulamalarda yapilabilmektedir.Ayrica fuar standlari
pano,vitrin v.b. alanlarda kullanilabilmektedir.

Tanitim Panosu

Aydinlatma Direkleri

Fuar Standi

Uriin Teghir Masasi Uriin Rafi
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Uriin Teshir Standi

Camli Stand

e
|

4x6 mt Cift Kath Fuar Standi
Stand-Panel

As Sigma Profiles used on industrial applications,t is also used visiual and decorative applications. Also it can be used on
display contructions fair stand,clipboard applications.
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Uygulamalar

Uygulamalar N
I_—Applications Konveyorler

Her cesit konveyér icin 6zel olarak tasarlanan profiller sayesinde hizl bir sekilde proje imalati mimkiindir. istenilen ebat-
lara gore konveyor imal edilebilir. Konveydrlerle ilgili detayli parca bilgilerini konveyér malzemeleri sayfasinda gorebilirsiniz.

Sarimsak Soyma Hatti

e

Firin Cikig Hatti Etiketleme Konveyorii




[Uygula_ma_lar Konveyorler
Applications

Quick manufacturing can be done with profiles which are special designed for any type of conveyors. Conveyors are
manufactured by desired size. You can see the detailed parts information about conveyors in conveyor equipment page.

Doniislii Konveyor Dereceli Konveyor

(L) Tipi Elevatér

Uygulamalar



Endiistriyel Profiller

Endustriyel Profiller
Industrial Profiles

¥

Sehim hesabinda kullanilacak formiiller

asagidaki gibidir;

f (mm) : Sehim

F(N) :Kuvvet

L (mm) : Profil uzunlugu

| (cm4) : Atalet Momenti

E (N/mm?2) : Elastite Modult

Profil Degerleri

Tabloyu kullanirken izlenmesi gereken adimlar;

F simgesi ( N ) cinsinden yukleme gesidini gdstermektedir.

Profil uzunlugu ( L) mm olarak belirtilmistir.

ilk Adim olarak Sol dikey siitun tizerinden profilinizin maruz kalacagi

Kuvveti seginiz ( 10N=1Kg)

Tabloda goruldugu gibi Ust yatay satirdan profil uzunlugunu segerek gakistiriniz.

Sag Dikey Sutundan Profilinizin Atalet Momentini seginiz

Dikey egik dogrularin arasinda kalmak kosulu ile uzunluk-kuvvet

noktasini segtiginiz profilin Atalet momentiyle ¢akistiriniz.

Buldugunuz son noktayi referans alarak asagi dogru dikey bir ¢izgi gizerek profillerin

uygun yataklama pozisyonlarina gére sehim miktarini gizelgeden okuyunuz.

Sehim hesabini asagidaki érneklerden faydalanarak tablodan pratik olarak yapabilirsiniz ;

foFL
— 3EL10°
F
l F 3 2 2
l _FL+ELLL+E. L L
- 3E.110°
fo_ FL
8E.110°
fo_FL
48E.1.10°
f:F‘—E
192E.1.10°
fo__FL
384E.1.10°

Ornek

F=2000N

Profil uzunlugu L=1000mm

F ve L degerlerinin ¢akistigi noktayla
profilinizin atalet momentini sekilde
oldugu gibi birlestirinizBuldugunuz
referans noktasindan diyagramin altina
dogru dikme indirip uygun yataklama

sekline gore sehim deg@erini okuyunuz.

Bu degerlere gore

Yukleme gesidinde f:9,5m

Yiikleme cesidinde f:0,6m

Yukleme gesidinde f: 015m

T1000

."‘\' L B0.8
I _ '
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Endstriyel Profiller (20x20)-(25%25) Sigma Profiller

Industrial Profiles

¥
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20x20 Sigma Profil 20x20 Industrial Profile
Kod:1.1.06.020020.01 Code:1.1.06.020020.01
Kabin, Pano, Tabela, Vitrin, vb. optimize konstriiksiyonlar It provides considerable practical solutions for optimized
icin oldukga pratik ¢c6ziim saglayan Griinddr. constructions such as panels, signboards, display cabinets
etc.
Kod Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.06.020020.01 20x20 6063 | 0,61cm’ | 0,61cm’ | 0,71cm® | 0,71cm® | 1,42cm? | 0,36 Kgim
Lmax: 6000 mm
6 8 10
/
1.4
-

e e o1 25x25 Industrial Profile
0d:1.1.06.025025.0 Code:1.1.06.025025.01
Darbeye ve vibrasyona maruz kalmayacak hafif tip It is suitable for panels, frames and light covers which
kapaklar, cerceveler ve panolar icin uygundur. are not for aplications with impact or vibration.
Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.06.025025.01 25x25 6063 | 1,39cm' | 1,39cni | 1,34cm’ | 1,34cm’ | 2,12cm? 0,55 Kg/m

Lmax: 6000 mm
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Endiistriyel Profiller

rEndustriyel Profiller (20x40)-(20x80) Sigma Profiller

Industrial Profiles
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20x40 Sigma Profil 20x40 Industrial Profile
Kod:1.1.06.020040.01 Code:1.1.06.020040.01
Cihaz ve sistem kabinlerinin yapimi, vitrin, stand It is used in production of cabinets of devices, and
ve pano tirl uygulamalar da kullanilabilmektedir. applications such as stand and panels
Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.06.020040.01 20x40 6063 | 4,17cm’ | 1,12cm’ | 2,4cm? 1,35cm® | 2,6cm? | 0,73 Kg/m
Lmax: 6000 mm
6 8 10
-
80
10 _, 20 ‘ 20 ‘ 20 10
- = -
1 ] 4 L L
KOALNLD e
g
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20x80 Sigma Profil 20x80 Industrial Profile
Kod:1.1.06.020080.01 Code:1.1.06.020080.01
Calisma masalari 6n panelleri, bélme panelleri, dolap ve It is suitable for using on study tables front plates,
tasima arabalar vb. uygulamalarda kullanimi uygundur. division panels, cabinets and service carts.
Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.06.020080.01 20x80 6063 |29,14cm’| 2,12cm’ | 3,8cm*® | 24cm® | 4,88cm? | 1,32 Kg/m

Lmax: 6000 mm
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Endstriyel Profiller (30x30)-(30x45) Sigma Profiller

Industrial Profiles

5

6 8 10

(>

- S

TASARIM
-
30x30 Sigma Profil 30x30 Industrial Profile
Kod: 1.1.08.030030.02 Code: 1.1.08.030030.02
Genelikle makina kabini yapiminda kullanilir. It is mostly used in production of machine cabinets.
30x30 profiller ayni zamanda hafif konstrik- 30x30 profiles are also preferred light constructions.
siyonlarda tercih edilir.Pano, vitrin teshir stand- Other usages of this profile are panels, display cases
lari vb. yerler diger kullanim alanlarindandir. and stands.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix |y Wx W)'
1.1.08.030030.02 30X30 6063 | 2,95cm’ | 2,95cnt | 1,8cm® | 1,8cm’ | 3,16cm? | 0,85 Kg/m
Lmax: 6000 mm
6 8 10
/
-
’,.'
- J
30x45 Dereceli Profil 30x45 Angled Profile
Kod: 1.1.08.030045.08 Code: 1.1.08.030045.08
Derece acisi 45 olup kolay entegre imkani vardir. The profile that has 45 degree surface is easy to install.
Estetik gorinlslyle makina kabinlerinizde ve Your machine cabinets and tables can have better
masalarinizda sik bir gorinim elde edebilirsiniz. appearance through its aesthetic.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.08.030045.08 30x45 6063 | 3,02cm' | 457cm’ | 21cm® | 22cm® | 3,35cm?’ 0,91 Kg/m

Lmax: 6000 mm
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Endiistriyel Profiller

Edi]striyel Profiller

Industrial Profiles

6 8 10

(>

60
53,5

?3.2 m
30x60 Sigma Profil

Kod: 1.1.08.030060.02

Hafif makina saselerinde kabin uygulamalarinda
kabin kapaklarinin yan gévdelerinde sirgtli ka-
pak yapimlarinda kullanilir. Koruma donaniminda
labaratuvar tertibatlari, otomasyon grubu yapim
larinda ve 6zel konveydr sasesinde kullanilir.

e

TASARIM

(30x60)-(30x90) Sigma Profiller

30x60 Industrial Profile
Code: 1.1.08.030060.02

It's used in the production of light machine frames,
cabin applications, body side of cabin covers, sliding
covers. It is often used on protection hardware, laboratory
mechanisms, automation group constructions and
special conveyor chassis.

o Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wi Wy
1.1.08.030060.02 30X60 6063 |20,12cm’| 546cni | 6,6cm> | 34cm® | 559cnf 1,51 Kg/m
Lmax: 6000 mm
6 8 10

30x90 Sigma Profil
Kod: 1.1.08.030090.02

TASARIM

3 1d kanal ozelligi genis baglanti alani olanagi saglar.
Bu profil makina saseleri ve konveyor saselerinin yan
govde profili olarak kullanilabilmektedir. Orta mer-
kezlerde bulunan dairesel yataklama yuvalar farkh

kullanim 6zelligi saglar.

30x90 Industrial Profile
Code: 1.1.08.030090.02
Its triple canal feature provides wide connection area.
This profile can be used as the body side profile of
machinery frames and conveyor frames. The housing
hole provides several usage opportunities on the center.

Kod Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.08.030090.02 30X90 6063 | 63,29cnt' | 7,99cn’ | 12,5cm | 4,8cm | 8,12cm? | 2,19 Kg/m

Lmax: 6000 mm
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Endstriyel Profiller (35x35 L)-(35x35 A) Sigma Profiller

Industrial Profiles

¥
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35x35 Light Sigma Profil 35x35 Industrial Light Profile
Kod: 1.1.08.035035.02 Code: 1.1.08.035035.02
Hafif makine konstriiksiyonlarinda ve koruma kabinleri It is used on producing of protection cabinets on light
yapiminda kullanilabilmektedir. Light seri profillerle machine constructions. The applications that were made
yapilan uygulamalarda gereksiz maliyetler olusmaz. of light profiles provide cost advantage.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.08.035035.02 35X35 Light 6063 | 4,55cm* | 4,55cm* | 32cm’ | 3,2cm® | 3,67cm? | 0,98 Kg/m
Lmax: 6000 mm
6 8 10
Ve
]
34 | <,i J;
2 8
N ; ; Wi
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35x35 Agir Sigma Profil 35x35 Industrial Heavy Profile
Kod: 1.1.10.035035.01 Code: 1.1.10.035035.01
Yapisindaki kuvvete yonelik tasarimi, agirhk It's strong structure and design is suitable for using
gerektiren yerlerde kullanimina uygunluk saglar. under heavy weight. It is mostly used on conveyor feet
Konveyor ayaklari, bélmeler ve montaj masalari and working tables.
vb. uygulamalarda kullanilabilmektedir.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix |y Wx W)'
1.1.10.035035.01 35x35 Agir 6063 | 6,7cm® | 6,7cm’' | 3,7cm® | 3,7cm’ | 4,92cnt | 1,29 Kgim

Lmax: 6000 mm
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Endiistriyel Profiller

Edi]striyel Profiller

Industrial Profiles

(40x40 L)-(40x40 A 8K&10K) Sigma Profiller

6 8 10
L3 ‘3‘8 # 4
= L}: ) TASARIM
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40x40 Light Sigma Profil
Kod: 1.1.10.040040.02 40x40 Industrial Light Profile

) . . Code: 1.1.10.040040.02
Hafif saselerde, genel kabin uygulamalarinda ve konveyér

sase ayaklarinda kullanilabilmesi mimkinduir. Hafif
konstriiksiyon yapilarinda panel, sase ve bélme ayaklarinda,
platformlarin kiriglerinde vb. uygulamalarda kullanilabilmesi

It is suitable to use in light chassis, cabinet applications,
and legs of conveyor chassis. It is used in many
applications such as light constructions, panels, chassis

miimkinddr. feet, platform beams.
Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix |y Wx W)’
1.1.10.040040.02 40x40 Light 6063 | 7,10cm’ | 7.10cm' | 4,2cm® | 4,2cm® | 449cnt | 1,21Kg/m
Lmax: 6000 mm
6 8 10 w0 4
L J TASARIM
gy =
m”\
-
- Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wy Wy
1.1.08.040040.01 40x40 Agir 6063 | 10,4cm’ | 10.4cmt | 5.8cm> | 5.8cm> | 6,15cnt |1,66 Kgim
6 8 10 e
(- | 40
30,2
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40x40 Agir Sigma Profil
Kod: 1.1.10.040040.01

Kesit yapisi itibari ile emsal ebatli profillere gore daha
fazla mukavemeti karsilayabilecek sekilde tasarlanmistir.
Orta yuklu saselerin, tasiyic ayaklarin destek gerektiren
yerlerinde tercih edilir.

40x40 Industrial Heavy Profil
Code: 1.1.10.040040.01

As cross-sectional, it is designed to provide more
resistance in comparison with equal-sized profiles.
Preferable for the parts that require support on
medium-loaded chassis and bearing feet.

o] Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wi Wy
1.1.10.040040.01 40x40 AGIr 6063 | 10,37cr | 10,37cti | 58cm’ | 58cm> | 6,12cm’ |1,65 Kg/m

Lmax: 6000 mm
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Endustriyel Profiller (40x80 8K)-(40x80 L)-(40x80 A) Sigma Profiller

Industrial Profiles
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40x80 Agir Sigma Profil 40x80 Industrial Heavy Profil
Kod: 1.1.08.040080.01 Code: 1.1.08.040080.01
Orta yuklemeli tasarimlarda ebatli kabin ve makina sase Used on Conveyor frame legs,on machine frame
uygulamalarinda ,konveyor sase ayaklarinda kullanilabilir. applications,on big sized cabinets which can carry
medium loads.
. Atalet M i Muk: i
Kod Uriin Adi Malzeme talet Tomenti ukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.08.040080.01 40x80 Agir 6063 | 69,67 cfi | 18,44 cri | 7.6cm> | 3.9cm® | 10,08 crf | 2,72 Kg/im
Lmax: 6000 mm
/
6 8 10 80 %
(> | 70
TASARIM
g 8
5 -
40x80 Light Sigma Profil 40x80 Industrial Light Profile
Kod: 1.1.10.040080.02 Code: 1.1.10.040080.02
Hafif konstriksiyon yapilarin olugmasini saglayan The profile is used on frames' and platform's
bu profil, sase ve platformlarin bélmelerinde kullanilir. sections which provide light constructions.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.040080.02 40x80 Light 6063 |49,98cri| 13,13cm | 7.6cm> | 3.9cm’® | 7,67 cm? | 2,07 Kg/im
Lmax: 6000 mm
6 8 10 ;
L4 .
70.2 TASARIM
-
2L 9 C 7
g 8 <4399 ’ . ‘
u AP ~,
| G o0 "
¥
10,2 \_
40x80 Agir Sigma Profil 40x80 Industrial Heavy Profil
Kod: 1.1.10.040080.01 Code: 1.1.10.040080.01
Orta ylklemeli tasarimlarda ebatli kabin ve makina sase Used on Conveyor frame legs,on machine frame
uygulamalarinda ,konveyor sase ayaklarinda kullanilabilir. applications,on big sized cabinets which can carry
medium loads.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.040080.01 40x80 Agir 6063 | 69,52 crft | 18,51 cri | 151cm | 84cm | 10,23 cn’|2,76 Ka/m

Lmax: 6000 mm
23
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Edi]striyel Profiller

Industrial Profiles
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(40x120)-(45x45 SL) Sigma Profiller
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40x120 Sigma Profil 40x120 Industrial Profile
Kod: 1.1.10.040120.02 Code: 1.1.10.040120.02
Yuk goren yerlerde, makine gévde, konstriiksiyon- Provides the desired strenght on extra forced
larinda istenilen mukavemeti saglar. applications and on machine constructions

Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle

Ix ly Wx Wy
1.1.10.040120.02 40x120 6063 |200,5cm’| 257cm®| 33,1cm’| 13,2cm’ (13,93 cm?|3,76 Kg/m

Lmax: 6000 mm
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45x45 Siiper Light Sigma Profil
Kod: 1.1.10.045045.03

Dusuk mukavemet gerektiren hafif saselerde tercih edilirler.
Makinalarin kapatma kabinleri pencere ve pano vb. yapimin

| L |
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(T |

45x45 Industrial Super Light Profile
Code: 1.1.10.045045.03

Are suitable for light chassis that require low resistance.
Used for producing of close cabinets of machines,

da kullanilmaktadir. panels etc.
- Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.045045.03 45x45 Siiper Light 6063 | 826cni | 826cnt | 36cm® | 3,6cm’ | 4,28cnt |1,16 Kg/m

Lmax: 6000 mm
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45x45 Light Sigma Profil 45x45 Industrial Light Profile
Kod: 1.1.10.045045.02 Code: 1.1.10.045045.02
Makine saselerinin ara baglantilari, mukavemetli Are preferred interconnectors of machine chassis,
konstriiksiyonlar, hat gruplari, otomasyon prosesleri, strength constructions, line groups, automation
pnomatik baglantili gdvdelerde tercih edilebilirler. process, and pneumatic-connected frames.
- Uriin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.045045.02 45x45 Light 6063 | 11,09 cm?| 11,09 cm*| 47cm’ | 47cm’ | 562cm® 1,52 Kg/m

Lmax: 6000 mm
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45x45 Agir Sigma Profil 45x45 Industrial Heavy Profile
Kod: 1.1.10.045045.01 Code: 1.1.10.045045.01
Normal mukavemet gerektiren hafif saselerde tercih edilirler. are suitable for chassis that require low resistance.
Makinalarin kapatma kabinleri pencere ve pano vb. yapimin Used for producing of close cabinets of machines,
da kullanilmaktadir. panels etc.
- Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix I Wx Wy
1.1.10.045045.01 45x45 Agir 6063 |15,65 cm? 15,65 cm* 6,20m3 6,2cm’ 7,63cm? | 2,06 Kg/m

Lmax: 6000 mm
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45x60 Sigma Profil 45x60 Industrial Profile
Kod: 1.1.10.045060.01 Code: 1.1.10.045060.01
Makine saselerinin ara baglantilari, mukavemetli Are preferred interconnectors of machine chassis,
konstriksiyonlar, hat gruplari, otomasyon prosesleri, strength constructions, line groups, automation
pnomatik baglantili gévdelerde tercih edilebilirler. process, and pneumatic-connected frames.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.045060.01 45x60 6063 |31,29cm'| 1845¢cm' | 11,9cm’ | 10,1cm’ | 9,45 cm? | 2,61 Kgim

Lmax: 6000 mm
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45x90 Siiper Light Sigma Profil 45x90 Industrial Super Light Profile
Kod: 1.1.10.045090.03 Code: 1.1.10.045090.03
Siiper ince et yapili light seriler yiike maruz kalmayan, Super Light series are thin-structured which is used for low
dusiik vibrasyonu olan makine saselerinde ve hafif tip vibrating machine chassis that carry light load and light
yapilarda tercih edilir. constructions.
Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.045090.03 45x90 Super Light 6063 [59,21 cm®| 1521 cm' | 158cm® | 7,.9cm® | 7,14 cm? | 1,90 Kg/m

Lmax: 6000 mm
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45x90 Sigma Light Profil 45x90 Industrial Light Profile
Kod: 1.1.10.045090.02 Code: 1.1.10.045090.02
ince et yapili light seriler yiike maruz kalmayan, Light series are thin-structured which is used for low
disuk vibrasyonu olan makine saselerinde ve hafif tip vibrating machine chassis that carry light load and light
yapilarda tercih edilir. constructions.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.045090.02 45x90 Light 6063 | 78,98 cm' 20,74 cm' | 17,5¢cm® | 9.8cm® | 9,63 cm? | 2,60 Kg/m
Lmax: 6000 mm
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45x90 Agir Sigma Profil 45x90 Industrial Heavy Profil
Kod: 1.1.10.045090.03 Code: 1.1.10.045090.03
Siiper Ince et yapil light seriler yiike maruz kalmayan, Super Light series are thin-structured which is used for low
dustik vibrasyonu olan makine saselerinde ve hafif tip vibrating machine chassis that carry light load and light
yapilarda tercih edilir. constructions.
Kod Ortin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.045090.01 45x90 Agir 6063 108,14 cn'| 28,67 cmt 252 cm? | 13,2cm?® 12,86 cm?| 3,47 Kg/m

Lmax: 6000 mm
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45x135 Sigma Profil
Kod: 1.1.10.045135.02

3 1t kanal 6zelligi genis baglanti alani olanagi saglar.
Bu profil makina saseleri ve konveyér saselerinin yan
govde profili olarak kullanilabilmektedir. Orta mer-
kezlerde bulunan dairesel yataklama yuvalar farkli
kullanim 6zelligi saglar.

(45x135)-(40x180) Sigma Profiller

N

45x135 Industrial Profil
Code: 1.1.10.045135.02

Its triple canal feature provides wide connection area.
This profile can be used as the body side profile of
machinery frames and conveyor frames. The housing
hole provides several usage opportunities on the center.

Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.045135.02 45x135 6063 | 41,8cm’ | 32,4cm* | 61,8cm® | 22.8cm’ | 18,3cm? | 4,85 Kg/m
Lmax: 6000 mm
6 8 10
s

45x180 Sigma Profil
Kod: 1.1.10.045180.01

Kullanim Yeri

Mukavemet gerektiren makinelerin karkasi, yan saseleri
ve glclui fiziksel yapilari icin tercih edilen profil serilerin-
dendir. Ayni zamanda tasarimina kayar yatak ozelligi
saglayan 3 adet merkez, ¢cap 26 mm lik rulmanin takila-
cagi sekilde Uretilmistir.

&

45x180 Industrial Profil
Code: 1.1.10.045180.01

Using Area

It is one of the ideally preferred profile series for resistance
required machine skeletons, side chassis and strong physi-
cal structures. Also it is produced as to be mounted with,
3 centers and 26 mm diameter bearing those provide sliding
guidance feature with its design.

Kod Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wi Wy
1.1.10.045180.01 45x180 6063 | 747cm® | 56,7cm’ | 88.4cm’ | 29,7cm’ | 251cm? |6,77 Kg/m

Lmax: 6000 mm
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50x50 Agir Sigma Profil
Kod: 1.1.10.050050.01

Mukavemet gerektiren makinelerin karkasi, yan saseleri
ve guglu fiziksel yapilari icin tercih edilen profil serilerin-

dendir.

(50x50A)-(50x100A) Sigma Profiller
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50x50 Industrial Heavy Profile
Code: 1.1.10.050050.01

It is one of the ideally preferred profile series for resistance
required machine skeletons, side chassis and strong physi-
cal structures.

Kod Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.050050.01 50x50 Agir 6063 | 24,7 cmi® | 24,5¢cnt | 8,232cm’| 8,232cm’| 10 cm? | 2,70 Kg/m
Lmax: 6000 mm
6 8 10
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50x100 Agir Sigma Profil
Kod: 1.1.10.050100.01

Mukavemet gerektiren makinelerin karkasi, yan saseleri
ve guclu fiziksel yapilari icin tercih edilen profil serilerin-

50x100 Industrial Heavy Profile
Code: 1.1.10.050100.01

It is one of the ideally preferred profile series for resistance
required machine skeletons, side chassis and strong physi-

dendir. cal structures.
Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.050100.01 50x100 Agir 6063 | 175cm’ | 452 cm® |16,464 cm’| 8,232 cm’ |16,92 cm? | 4,57 Kg/m

Lmax: 6000 mm
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60x60 Sigma Profil
Kod: 1.1.10.060060.02

Bu seriler fazla yliklemelerin olmadigi bélme direklerinde,
tavan dekor saselerinde ve spot tasiyic kirisleri bazi
kullanim 6rneklerindendir.

(60x60)-(60x60 C) Sigma Profiller

poL;
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60x60 Industrial Profile
Code: 1.1.10.060060.02

This series in the absence of more direct loading bay
carrier frame and spot beams in the ceiling decor some
use one example .

o] Urtin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.060060.02 60x60 6063 |29,85cm®| 29,85cm*| 10,6cm® | 10,6cm’ | 8.8cm?® |2,46 Kg/m

Lmax: 6000 mm

09

60x60 Cift Kanalli Sigma Profil
Kod: 1.1.08.060060.02

2 li kanal 6zelligi genis baglanti alani olanagi saglar.
Bu profil makina saseleri ve konveyor saselerinin yan
govde profili olarak kullanilabilmektedir.

.

60x60 Two Slot Industrial Profile
Code: 1.1.08.060060.02

Its two canal feature provides wide connection area.
This profile can be used as the body side profile of
machinery frames and conveyor frames.

Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.08.060060.02 60x60 Gift Kanalli 6063 | 41cm® | 41cm® | 10,6cm> | 10,6cn | 11,06 cm’|3,27 Kg/m

Lmax: 6000 mm
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80x80 Light Sigma Profil
Kod: 1.1.10.080080.02

Uzun boylarda olusturulan bélmelerin direklerinde,
tavan dekor saselerinde ve spot tasiyicl kirisler
olarak kullanilabilmektedir. Genis sinifin ince et yapili
bu serileri fazla yliklemelerin olmadigi yerlerde tercih
edilebilmektedir.

TASARIM

(80x80 L)-(80x80 A) Sigma Profiller
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80x80 Industrial Light Profile
Code: 1.1.10.080080.02

It is used in forming of poles of high constructions
and ceiling decoration chassis as spot bearing beams.
This wide profile types is made of thin-structured
plate and suitable for low-loaded constructions.

Kod Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wy Wy
1.1.10.080080.02 80x80 Light 6063 | 88,08 cn | 88,08cnt | 19,5¢cm® | 19,5cm® | 11,91 cf | 3,22 Kg/m
Lmax: 6000 mm
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Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix |y Wx W)'
1.1.08.080080.01 80x80 6063 | 131,91crit| 131,91cm | 28,5cm | 28,5cm | 18,05cnd |4,87 Kg/m
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80x80 Agir Sigma Profil
Kod: 1.1.10.080080.01

Orta yikleme kapasitelerinde mukavemeti karsilayabilen
bu profilimiz, tezgah govdelerinde makine saselerinde

ve tastyici platform kirislerinde tercih edilmektedir.

80x80 Heavy Industrial Profile

Code: 1.1.10.080080.01

The profile that provides resistance against middle
loaded capacity is suitable for frames, machine chassis
and bearing platform beams.

Kod Uriin Adi Malzeme talet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.080080.01 80x80 Agir 6063 |127,1cmi | 127,1cmi’ | 28,5cni | 28,5cm | 17,77crA | 4,80 Kg/m

Lmax: 6000 mm
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90x90 Light Sigma Profil
Kod: 1.1.10.090090.02

Orta mukavemet gerektiren sistemlerin tasarimlarinda
ideal yapisi ile 6n plana gikan bir Griinddr. CNC makine
saseleri ve ayaklarinda kullanildigi gibi genis ebatli
uygulamalarin da gerektirdigi favori profillerden biridir.

e

TASARIM

(90x90 L)-(90x90 A) Sigma Profiller

e

90x90 Industrial Light Profile
Code: 1.1.10.090090.02

90x90 Industrial Light Profile It comes into prominence
thanks to its ideal structure for systems that require
middle resistance. Besides it is used for CNC chassis and
feet, it is favourite for applications in long dimensions.

Kod Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.090090.02 90x90 Light 6063 | 192,84cr | 192,84cn | 46,2cm | 46,2cnT | 20,67crfh |5,58 Kg/m
Lmax: 6000 mm
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90x90 Agir Sigma Profil
Kod: 1.1.10.090090.01

Yiksek mukavemet gerektiren makine saselerinde ve
buytk konstriksiyonlarin tasiyici profil olarak kullanilir.
Uzerine entegre edilebilen mekanik triinler ile yataklama
eksenleri sasesi olarak da kullanilabilmektedir.

90x90 Industrial Heavy Profile

Code: 1.1.10.090090.01

It is used in machine chassis that require high resistance
and big constructions as carrier profile. It can be used
also as chassis of guidance axis with mechanical parts
integrated on it.

Kod Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix Iy Wx Wy
1.1.10.090090.01 90x90 Agir 6063 | 220,49crft| 220,49crft | 58,9cni | 58,9crt | 25,31crf | 6,83 Kg/m

Lmax: 6000 mm
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90x180 Light Sigma Profil
Kod: 1.1.10.090180.02

Orta mukavemet gerektiren sistemlerin tasarimlarinda
ideal yapisi ile n plana ¢ikan bir Grlindiir. CNC makine
saseleri ve ayaklarinda kullanildigi gibi genis ebatli
uygulamalarin da gerektirdigi favori profillerden biridir.

e

TASARIM

(90x180 L)-(90x180 A) Sigma Profiller

90x180 Industrial Light Profile
Code: 1.1.10.090180.02

90x90 Industrial Light Profile It comes into prominence
thanks to its ideal structure for systems that require
middle resistance. Besides it is used for CNC chassis and
feet, it is favourite for applications in long dimensions.

o Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.090180.02 90x180 Light 6063 |1240,6cmi| 361,5cm | 146cm® | 82cm® | 37,1cm? | 10,01 Kg/m

Lmax: 6000 mm

8 10

(>

)
L__f

S
10,2

90x180 Agir Sigma Profil
Kod: 1.1.10.090180.01

Yiksek mukavemet gerektiren makine saselerinde ve
buytk konstriiksiyonlarin tastyici profil olarak kullanilir.
Uzerine entegre edilebilen mekanik triinler ile yataklama
eksenleri sasesi olarak da kullanilabilmektedir.

TASARIM

90x180 Industrial Heavy Profile

Code: 1.1.10.090180.01

It is used in machine chassis that require high resistance
and big constructions as carrier profile. It can be used
also as chassis of guidance axis with mechanical parts
integrated on it.

Kod Ortin Ad: Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.090180.01 90x180 Agir 6063 | 1499cri | 427.6cri | 164ent | 102em® | 46,7cni | 12,60 Kg/m

Lmax: 6000 mm
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22x140 Yiizey Kaplama Profili

Kod: 1.1.06.022140.07

Guglu yuzey kaplama profilidir. Makine tablalarinin
kaplamasinda, test cihazlari yan yulzeyleri vb. yerlerde
kullanilir. Kuvvetli et yapisi mekanik ve pnoématik
parcalarin glicli baglanti yapilmasini saglar.

(22x140)-(27x170) Yiizey Kaplama Profilleri

22x140 Surface Coating Profile
Code: 1.1.06.022140.07

It is a strong surface coating profile. 22x140 Surface
Coating Profile uses on the surface of machineries, part
of testing equipment etc.Powerfull thickness of the
22x140 Surface Coating Profile provides strong connection
between mechanical and pneumatic components.

Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.06.022140.07 22x140 6063 | 365cm* | 7,2cm’ 7,2cm? 14cm® | 19,8cm’ | 5,39 Kg/m
Lmax: 6000 mm
6 8 10
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27x170 Yiizey Kaplama Profili

Kod: 1.1.06.027170.07

Daha gticli ve genis ylizey kaplama profilidir. Agir
sartlari gerektiren makine tablalarinin kaplamasinda,
yan ylzeylerinde vb. yerlerde kullanilir. Kuvvetli et
yapisi mekanik ve pnématik pargalarin emin baglanti

imkanini saglar.

27x170 Surface Coating Profile
Code: 1.1.06.027170.07

It is a highly strong surface coating profile. 27x170 Surface
Coating Profile is used on the surface of heavy industrial
machineries and on the componenets. Powerfull thickness of
the 27 x 170 Surface Coating Profile provides strong and trustfull
connection between mechanical and pneumatic components.

Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.06.027170.07 27x170 6063 | 852cm® | 16,8cm® | 88cm’ 20cm’ | 32,44cnf | 8,79 Kg/m

Lmax: 6000 mm
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15x120 Yiizey Kaplama Profili
Kod: 1.1.08.015120.07

Diger taban kaplama profillerine gére daha hafif, basit
amacli yizey kaplamalarinda kullanilir. Yiizeydeki kanallar
farkll parca baglantisina musaittir. Ayrica tezgah tabla-
larinda kullanimi uygundur.

(15120)-(22,5x180) Yiizey Kaplama Profilleri

15x120 Surface Coating Profile
Code: 1.1.08.015120.07

15x120 Surface Coating Profile mostly used for lighter and
simple surface coating application according to other strong
surface coatings. Slots on the surface are avaliable to
equipped for different components. Besides 15x120 Surface
Coating profile can be used for working tables.

- Atalet M i f
Kod Uriin Adi Malzeme talet Momenti il avemeiloment Alan Kitle
Ix ly Wx Wy

1.1.08.015120.07 15x120 6063 |105,7cni’ | 2.1cni | 17,5cm’ | 2,6cm’ | 8.6cnf | 2,33 Kg/m

Lmax: 6000 mm
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22,5x180 Yiizey Kaplama Profili
Kod: 1.1.10.225180.07

Makine yiizey kaplama profilidir. CNC tezgah
tablalarinda, test cihazlari yan ylizeyleri ve makine
tabanlarinin kaplamasinda kullanilir. Kuvvetli et
yapisi ve yiizey kanallar is baglanti parcalarinin
montajina imkan tanir.

22,5x180 Surface Coating Profile
Code: 1.1.10.225180.07

It is a kind of surface coating profile. It is used on CNC
machine tables, test apperatus' side surfaces. Slots and
powerfull thickness of the profile provides fixing connec-
tion of milling equipments.

- Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.225180.07 22,5x180 6063 |570,9cm' | 11,7cmi | 66,7cni | 14.6cmt | 21,1cm’ | 5,70 Kg/m

Lmax: 6000 mm
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(20x20 R)-(30x30 R)-(45x45 R) Radiuslu Profiller

6 8 10
L2 4 2
P
\ %
Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.06.020020.08 20x20 Radiuslu 6063 | 0,65 cm? 0,65 cm’ | 0,55cm® | 0,55cm? 1,42 cm? | 0,38 Kg/m
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Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.08.030030.08 30x30 Radiuslu 6063 |2,15 cm’ 215¢cm’ | 1,2cm? 1,2cm® | 2,78 cm? |0,77 Kg/m
6 8 10
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Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.045045.08 45x45 Radiuslu 6063 8,5 cm’ 8,5 cm* 3,4 cm? 3,4cm® | 4,46 cm? |1,24 Kg/m
Lmax: 6000 mm
Kullanim Yeri UsingArea

This profile is used in where decorative appearance is
preferred such as designs of stands, panels, and cabins.
An aesthetic appearance is obtained by applications of
special connectors and accessories.

Dekoratif gériiniim tercih edilen yerlerde, stand, pano,
kabin vb. tasarimlar Radiuslu profiller ile olusturmak
mimkindir. Ozel baglanti parcalar ve aksesuarlarin
uygulanmasi ile estetik bir gortinim elde edilir.
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(30x30)-(40x40)-(40x8) Kapli Profilleri
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Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.08.030030.05 30x30 6063 | 317cti | 3,7cnt | 1.8ecm® | 1,8cm® | 3,37cm | 0,91 Kg/m
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Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.040040.05 40x40 6063 | 7,24cni | 7,27cnit | 44cm® | 44cm® | 4,6cm® | 1,27 Kgim
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Kod Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.10.040080.05 40x80 6063 | 50,9cnt | 12,9cm’ | 134cm® | 6,6cm> | 7,7cm? | 2,04 Kg/m
Lmax: 6000 mm
Kullamim Yeri Using Area

Dis yiizey kanallarin kapali olmasindan dolayi hijyen saglar
ve estetik bir gériinim arz eder. Dolum makinalari, ilag
Uretim hatlari ambalaj Uniteleri vb. sistemlerde kullanimda
tercih edilir. Takilabilecek aksesuarlar icin kapali kanallar
yirtilarak acilabilir.
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Its closed exterior surface provides hygiene and
aesthetic appearance. Preferable to use on building of
filling machines,medicine production lines, packing
units etc. Closed canals can be opened for the accessories
to be place in.

Endiistriyel Profiller



Endistriyel Profiller

Edi]striyel Profiller

Industrial Profiles
6 8 10
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40
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40x40 45° Dereceli Profil
Kod: 1.1.08.040040.06

Bir ylizeyi 45° olup konstriksiyonlarin dis hatlarinda
estetik bir gorlinls saglar. Makine kabinlerinde ve

Standlarda sik bir gérinim elde edilebilir.

(40x40x45°)-(40x75) Kaph Profilleri

J

40x40 45° Industrial Angled Profile
Code: 1.1.08.040040.06

The profile which has 45° degree surface provides
aesthetic apperance in machine cabins, displays
and frames.

Kod Ortin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.1.08.040040.06 40x40 (45°) 6063 | 44cni | 44cmt | 24cm® | 21cm® | 3,43cm? 0,93 Kg/m
Lmax: 6000 mm
8 10
25
] -
Eﬂ

lgg
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45x75 Konveyor Profili 45x75 Conveyor Profile

Kod: 1.2.00.045075.00

Darband konveyor profili paletli tasima yapilan
konveyorlerin olusumunda pratik ¢ozimler sunar.
Profilin Gst kanalina takilan strtiinme plastigi hareket
eden kayisin kilavuzlanmasini saglar. Bak ( Sayfa 77)

Kod: 1.2.00.045075.00

It provides practical solutions for narrow band
conveyors carrying pallets. Friction plastic placed
on the top of profile provides guidance of moving belt.

- Uriin Ads Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wi Wy
1.2.00.045075.00 45x75 6063 | 2346¢cm | 4580cm' | 10,7cm | 7,2cmt | 9.42cnf | 2,56 Kg/m

Lmax: 6000 mm
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Endustriyel Profiller

5

Industrial Profiles

(23x127)-(25x105)-(25x150) Konveyor Profilleri

6 8 10
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- Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.2.00.023127.00 23x127 6063 | 114,6cm’ | 5,5cm’ 14cm’ 48cm> | 7,.4cm? | 2,05 Kg/m
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Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wix Wy
1.2.00.025105.00 25x105 6063 | 871cmi | 24cm® | 92cm® | 6,7cm’® | 7,45cm | 1,98 Kg/m
6 8 10
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Kod Uriin Adi Malzeme Atalet Momenti Mukavemet Momenti Alan Kiitle
Ix ly Wx Wy
1.2.00.025150.00 25x150 6063 | 87,1cmi | 24cm® | 92cm® | 6,7cm® | 7,45cnf | 2,90 Kg/m

Lmax: 6000 mm

Kullanim Yeri

23x127; Bir ¢ok farkli konveyor tretiminde konveyorlerin
ana godvdesini olusturmada kullanilir. Kolay entegre edilen
baglanti ekipmanlari ve aksesuarlari ile pratik montaj
imkani saglanir.

25x105 & 25x150; iki ebatta Uretilen bu profiller Asetal
ve moddler bantli konveyorlerde yan sase profili olarak
kullanilmaktadir. Daha ¢ok sise dolum, paketleme ve
ambalaj Unitelerinde tercih edilmektedir.

Using Area

23x127; Is used in the production of many different
conveyors for forming the main body of the conveyor.
Easily integrated connection equipments and accessories
provide to practically mounting.

25x105 & 25x150; The profiles are produced by two different
dimension for usage as side frame profile of Acetal and
Modular belt conveyors.Mostly bottle filling, packaging and
packaging units are preferred.
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Endiistriyel Profiller

—// (@4)-(26)-(@8) Blok Yatak Profilleri

O 4 Blok Yatak Profili
Kod: 1.3.04.012017.00

20 ("
16
Q)A
17
S
O 6 Blok Yatak Profili
Kod: 1.3.06.020024.00
32
-
26
®6
24
S

O 8 Blok Yatak Profili

Kod: 1.3.08.034040.00
52

KullanimYeri Using Area
Bu yataklama profilleri lineer hareketlerin milli yataklama These guidance profile are reacted to used on low-load linear
olusumunda hafif yikleri karsilayabilen kesitlerindendir. motion applications.
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Endustriyel Profiller
Industrial Profiles

E

O 12 Blok Yatak Profili
Kod: 1.3.12.030082.00

3
G

0 20 Blok Yatak Profili
Kod: 1.3.20.040086.00

40,5

Kullanim Yeri

Blok yatak profilleri orta kademeli yiikleme gerektiren
yataklamalar da tercih edilir. Farkli kesitli sigma profil-
lerin Ustline montajlanarak kuvvetli yataklama grubu
olusturulabilir.

41

(@12)-(@20) Blok Yatak Profilleri

Using Area

The block guidance profiles are preferred for guidances by
middle loading.It can be mounted on different sigma prof-
iles and can be formed strong guidance group profiles.

Endiistriyel Profiller



Endiistriyel Profiller

Mil Tasiyici Profiller

Ve
O 12 Yatak Tirnak Profili
Kod: 1.3.12.000000.00
o
4
O 20 Yatak Tirnak Profili +
Kod: 1.3.20.000000.00
L
i - | - J
Kod Uriin Adi Malzeme Kiitle
1.3.12.000000.00 @ 12 Yatak Tirnak Profili Aliminyum 1mt/0,41 Kg
1.3.20.000000.00 | @ 20 Yatak Tirnak Profili Aliminyum | 1mt/0,58 Kg
4
Mil Alt Destek Profili (Deliksiz)
I
w
-
Alt Destek . % OLCULER (MM) L MAX ; 6000 MM
Deliksiz Uriin Adi A
Profil (Kod) A H H1 B ad1 Cc1 Cc2 K DIN 6912
# 1.3.12.040016.00 @12 Alt Destek Profili 0.69 40 22 0.1 5 29 4.5 50 75 M4x16
1.3.16.045018.00 316 Alt Destek Profili 0.84 45 26 0.1 33 5.5 50 100 M5x20
1.3.20.052022.00 @20 Alt Destek Profili 1.23 52 32 701 5.8 37 6.5 50 100 M6x25
1.3.25.057024.00 @25 Alt Destek Profili 1.44 57 36 T0.1 42 6.5 60 120 M8x30
1.3.30.069027.00 @30 Alt Destek Profili 2.00 69 42 *0.15 51 8.5 75 150 M10x35
1.3.40.073030.00 @40 Alt Destek Profili 2.60 73 50 *0.15 8 55 9 100 200 M10x40

Kullanmim Yeri

Hafif yiik tasiyan yataklama millerinin montajlanmasi tirnak
profilleri ile saglanir. (Uste )
Agir yiikli tasarimlarin mil baglantilarinda ise mil alti destek
profilleri tercih edilir. ( altta)
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Using Area

Clamping profiles provide assembling of light weighted
guidance profiles. (above)

Bar connections are preferred with shaft support units on
heavy load designs. (below)



Baglanti Elemanlari
Lg

Connector Equipments

6 8 10

(W i N |

-

Duiz Kose Baglantilar

Kod Prf Ebat Uriin Adi A B | C| D| H | Malzeme Agirlik
2.2.001.08.3030.01 30x30 Dz Kdse Baglanti 28 40 | 225 @6 | 7 | Aliminyum 35gr
2.2.001.10.4545.01 40x40 & 45x45 Diuz Kése Baglanti 40 40 | 22.5/@8.2| 7 | Aliminyum 49 gr
2.2.001.10.8080.01 80x80 Duz Kése Baglanti 76 76 | 20 (@8.5| 8,3 | Aluminyum 206 gr

Kullanim Yeri Using Area

Aliminyum kose baglantilar, profili sabitlestirip, donme-
sine engel olur. Baglanti 6zelligi sayesinde istenilen yere
gore sabitleme yapilabilir. Daha hafif mukavemet gerek-
tirmeyen baglantilarda da kullaniimaktadir.
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Aluminum corner connections fix the profile and
stops its rotation. With the connection feature
fixing can be made on the desired place. It is used
on lighter connections that do not require durability.

Baglanti Elemanlari



// Kare Kose Baglantilar

Baglanti Elemanlari

8 10
4 4 N
o o /
Kod Prf Ebat Uriin Adi A D R | Malzeme | Agirlik
2.2.001.08.3030.08 | 30x30 | Kése Baglanti UgYénla | 30 | ©20,5| 2 | Aliminyum | 38,5 gr
2.2.001.08.4040.08 | 40x40 A | Koése Baglanti Ug Yonla | 40 | @26,6 | 4 | Aliminyum | 94,5gr
2.2.001.10.4545.08 | 45x45 | Koése Baglanti Ug Yonlu | 45 | @26,6 | 4 | Aliminyum | 151 gr
Kullanim Yeri Using Area
Daha ¢ok buyiik profillerin kdse baglantilarinda kullanilir. This corner connection is mostly used for large profiles.
Mukavemetin fazla olmasi gerektigi yerlerde bu kose bag- It is preferred at the places where it is necessary for
lantilar tercih edilmektedir. increasing the durability.
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Baglanti Elemanlari
Lg

Connector Equipments

Genis Kose Baglanti ve Kapaklar

6 8 10
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Kod Prf Ebat Uriin Adi L H | w D Malzeme Agirlik
2.2.001.06.2025.03 20-25 Genis Kése Baglanti 20 20 | 175 5 Aliminyum 15.5gr
2.2.001.08.3030.03 30x30 Genis Kose Baglanti 28 28 28 6.5 Aliminyum 41.5gr

# 2.2.001.10.4040.03 40x40 Genis Kése Baglanti 37 | 37 | 377 9 Aliminyum 49 gr
2.2.001.10.4545.03 45x45 Genis Kése Baglanti | 44 | 44 43 9 Aliminyum 75 gr

# 2.2.001.08.6060.03 60x60 Genis Kése Baglanti 57 57 57 6.5 Aliminyum 98 gr
# 2.2.001.10.8080.03 80x80 Genis Kése Baglanti 78 78 77 10 Aliminyum 226 gr
2.2.001.10.9090.03 90x90 Genis Kése Baglanti | 84.7 | 84.7 | 86.5 9 Aliminyum 366 gr

2.3.001.2025.04 20-25 Genis Kése Bag. Kap. - - - - Plastik 2gr

2.3.001.3030.04 30x30 Genis Kése Bag. Kap. - - - - Plastik 4gr

# 2.3.001.4040.04 40x40 Genis Kése Bag. Kap. - - - - Plastik 8gr
2.3.001.4545.04 45x45 Genis Kése Bag. Kap. - - - - Plastik 10 gr

# 2.3.001.6060.04 60x60 Genis Kése Bag. Kap. - - - - Plastik 8gr
# 2.3.001.8080.04 80x80 | Genis Kése Bag. Kap. | - - - - Plastik 27 gr
2.3.001.9090.04 90x90 Genig Kése Bag. Kap. - - - - Plastik 24 gr

Kullanim Yeri Using Area

Bu kose baglantilar daha ziyade kiclk ebatli profil-
lerde kullanilir. Plastik kapaklari mevcut olup, bag-
lanti civatalari goziikmez.

This kind of corner connections are mostly used at
small sized profiles. With its plastic cover connection
bolts dont appear.

%

~

45

Baglanti Elemanlari



Baglanti Elemanlari

[Baglantl Elemanlari
Connector Equipments
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Dar Ge¢cmeli Kose Baglantilar
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Kod Prf Ebat Uriin Adi A D Malzeme Agirhik
2.2.001.08.3030.07 | 30x30 Dar Gegmeli Kése Bag. 8 | ©6.5 | Aliminyum 54 gr
2.2.001.10.4545.07 | 45x45 Dar Gegmeli Kose Bag. 10 | ©8.5 | Aliminyum 59 gr
45x45 CKE - = R )
2.3.001.3045.00 30x30 Dar Gegmeli Kése Baglanti Kapagi - Plastik 7.5¢gr
Kullanim Yeri Using Area

Profil uygulamalarinda 90° li baglanti olusturma imkani
saglar. Kose birlesimlerini sabitlestirmek icin kullanihr.
Cerceve ve konstriksiyonlarin mukavemetini arttirir.
Parcanin uc¢ formundaki 90° lik bosaltma sayesinde
"T" seklinde tikali kanal profil birlestirmelerinde de
kullanilabilir. Parca ylzeyleri kumlamali olup estetik
gorinimdedir.
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it provides 90° degree connection on applications and
make the corner lines stabilized.Mostly use for more
required stronger frame and constructions



Baglanti Elemanlari .. .
[ onnector Equipments Uzun Kose Baglanti ve Kapaklari

6 8 10
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Kod Prf Ebat Uriin Adi A B D Malzeme Agirhk
# 2.2.001.08.3060.04 30x60 Uzun Kése Baglanti | 27.2 | 57 | 6.5 Aliminyum 48 gr
# 2.2.001.10.4080.04 40x80 Uzun Kose Baglanti | 37.5| 78 | 10.5 Aliminyum 114 gr
2.2.001.10.4590.04 45x90 Uzun Kése Baglanti 42 | 84.2 9 Aliminyum 185 gr
# 2.3.001.3060.03 30x60 Uzun Kése Bag. Kap. - - - Plastik 10 gr
# 2.3.001.4080.03 40x80 Uzun Kése Bag. Kap. - - - Plastik 10 gr
Kullanim Yeri Using Area
Daha ¢ok buytk profillerin kose baglantilarinda kullanihr. This corner connection is mostly used for large profiles.
Mukavemetin fazla olmasi gerektigi yerlerde bu kdse bag- It is preferred at the places where it is necessary for
lantilar tercih edilmektedir. increasing the durability.

Baglanti Elemanlari
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Baglanti Elemanlari

Baglanti Elemanlari
Lg

Connector Equipments

Ug Yonlii Kése Baglantilar

6 8 10
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Kod Prf Ebat Uriin Adi A | B | D | Malzeme | Agrlk
2.2.001.10.4040.06 | 40x40 A Uggen Kése Bag. 36 | 36 |@8.5| Aluminyum| 56gr
2.3.001.4040.08 40x40 A | Ucggen Kése Bag. Kapagi | 40 | 40 - Plastik 7ar
2.3.001.4040.07 40x40 Kare Koése Bag. Kapagi 40 40 - Plastik 13.5¢gr
Kullanim Yeri Using Area

Birkag profili birbirine dis kdéseden baglamak bu
baglanti parcasi ile mimkindir. Estetik bir goriinti saglar.
Genellikle makinelerin kabin kapamalarinda kullanilir.
Kare ve dereceli profillerin birlesimine uygundur.
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This profile can fix a few same profile with in internal
corners.It presents a aesthetics view.It mostly use for
machinery cabinets coating. Square section and angle
sectioned profiles can be fixed with this profiles.



Kod Prf Ebat

Uriin Adi

D Malzeme | Agirlik

2.2.006.4040.10 40x40 A

45° Dereceli Bag. Par. | @8.5| Aliminyum | 86 gr

# 22006454510 | 45x45

45° Dereceli Bag. Par. | @10 | Aliminyum 98 gr

Kullanim Yeri

Profil uygulamalarinda 45 dereceli baglanti olusturma
imkani saglar. Kose birlesimlerini sabitlestirmek igin
kullanilir. Cergeve ve konstriksiyonlarin mukavemetini
artirmayi gerektiren yerlerde tercih edilir.
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Using Area

It provides connection of 45 degrees at profile applica-
tions. It is used for fixing corner combinations. It is prefer-
red at the places where it is necessary to increase the du-
rability and the resistance of frames and constructions.

Baglanti Elemanlari
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Baglanti Elemanlari
|'_9

Connector Equipments Radiuslu Kose Baglantilar
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Kod Prf Ebat Uriin Adi A B C D Malzeme Agirhik
# 2.2.001.06.2020.05 | 20x20 | Radiuslu Kose Baglanti | 18.5| 18.5 | 10 6.5 | Aliminyum 12gr
2.2.001.08.3030.05 | 30x30 Radiuslu Kése Baglanti | 28 | 28 15 8.5 | Aliminyum 42 gr

2.2.001.10.4545.05 | 45x45 Radiuslu Kése Baglanti | 42 | 42 | 22,5 | 10.5 | Aliminyum 136 gr

% 2.3.001.2020.05 20x20 |Radiuslu Kése Bag. Kapagi| 20 | 20 3 - Plastik 2gr
2.3.001.3030.05 30x30 | Radiuslu Kése Bag. Kapagi| 30 30 3 - Plastik 4gr
2.3.001.4545.05 45x45 | Radiuslu Kése Bag. Kapagi| 45 | 45 3 - Plastik 14 gr
2.3.001.2020.07 20x20 Kare Kége Bag. Kapag 20 | 20 2 - Plastik 3gr
2.3.001.3030.07 30x30 Kare Kose Bag. Kapagi 30 | 30 3 - Plastik 8gr
2.3.001.4545.07 45x45 Kare Kose Bag. Kapagi 45 | 45 3 - Plastik 22 gr

Kullanim Yeri Using Area

Radiuslu profillerin kose birlestirmelerinde kullanilir. This material can be used for connection profiles with

Masa, raf, stant ve pano uygulamalarda estetik radius. It presents an aesthetics view on table, booths,

gorinim saglar. Kare ve Radiuslu profillerin birlesimi- shelfs and wall panels. Square and rectangular profile

ne uygundur. with radius can be fixed with this profile.
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Alin Civatalari

Kod | | Uriin Adi M A B | @D Malzeme Agirhk
2.1.011.06.25 Kanal 6 Alin Civatasi M6 | 3.5 | 20 | 105 8.8 Celik 4.5gr
2.1.011.08.30 Kanal 8 Alin Civatasi M8 | 52 | 25 16 8.8 Celik 13 gr
2.1.011.10.30 Kanal 10 Alin Civatasi M10| 6 30 | 175 | 8.8Celik 21gr

Kullanim Yeri Using Area

Alin civatalan glglu ve pratik baglanti saglar.
Profilin igine civata basi altindaki tirtillar temas
eder boylece gevsemeyi Onler. Baglantinin kanal
icinde kalmasi, estetik bir gérinim saglar.

Head bolts provide strong and practical connection into
profiles. Springs under the bolts makes pressure throught
profile surface and not let weakness.Connection bolts stay
into interior slots of profile and it brings an aesthetics to

profiles.

Baglanti Elemanlari



Baglanti Elemanlan

|:Baglantl Elemanlari
Connector Equipments
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8 10
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Kullanim Yeri

Kanal ici Baglant

Kod B4 Uriiniin Adi M | A B | C | Malzeme Agiriik
21.012.0801 | Kanal8 | Kanal igiBaglanti | M8 | 15 | 26.4 | 12.5 | GELIK | 15gr
2.1.012.10.04 | Kanal 10 | Kanal igi Baglanti | M10 | 19 | 30 |17.5 | GELIK | 27gr

Using Area

Profillere delik delmeden iki profilin 90° derece ag! ile
birbirine baglantisini saglar. setskur civata gevsetilerek
profilin istenilen yerde sabitlenmesi mimkuinddr.
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It provides 90° angle connection without making
any holes on profiles. It's possible to fix the profile
on desired area by loosening the setscrew.



Baglanti Elemanlari
Lg

Connector Equipments

Gizli Kose Baglantilar

6 8 10

£2 L3532

Kod | | Uriin Adi M |A | B | C | L | H | Mazeme | Agrlk
2.1.010.06.00 Kanal 6 Gizli Kése Baglant M5 | 9 | 6 |48 |135| 20 ZAMAK 6gr
2.1.010.08.00 Kanal 8 Gizli Kése Baglanti M6 [ 13 | 8 | 6.7 | 21 | 30 ZAMAK 18.5gr
2.1.010.10.00 | Kanal 10 Gizli Kése Baglanti M8 | 17 | 10 | 84 | 27 | 40 | ZAMAK 41 gr

Kullanim Yeri Using Area

Pratik birlestirmelerin kuvvetli olmayan i¢ ve dis Hide corner connection part mostly used into weak internal
kanallarindan baglantilarinda kullanilir. Disaridan or outside slots of profiles.Hide corner connections are used
herhangi bir baglanti parcasinin gérilmemesi on applications which needs to hide connections.

istenen yerlerde tercih edilmektedir.
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Baglanti Elemanlari
Lg

Connector Equipments

Acih Cektirme Tip Baglanti
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Kod | | Uriin Adi A B (o] D d Malzeme | Agirlik
# 2.1.012.08.02 Kanal 8 30x30 Acili Cektirme Tip Baglanti 125| 15 9 12 | 6.8 Celik 22.5¢gr
2.1.012.10.02 Kanal 10 45x45 Acili Cektirme Tip Baglanti 26 | 17 |115] 15 | 85 Celik 53 gr
Kullanim Yeri Using Area

Acih kesilmis profilin alninda ¢ektirme yontemi ile
alt profil kanalina baglantisini saglar Hareketli
cektirme sapkasi ile 60° den 180° ye kadar agik

It provides connection between degreed cut
profile and other profile surface. It presents
connection 60° degree to 180° degree with adjustable

baglanti imkani olusturur. head.

Baglanti Elemanlari . . y
9 . Mafsalli Cektirme Tip Baglanti
Connector Equipments
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Kod [ | Uriin Adi A| D d | Malzeme | Agirlik
# 210120803 | Kanal8 | 30x30 Mafsalli Gektirme Tip Baglanti | 12.5| 12 | 6.8 | Celk | 32.5gr
2.1.012.10.03 | Kanal 10 | 45x45 Mafsalli Cektirme Tip Baglanti | 26 | 15 | 8.5 Celik 84 gr
Kullanim Yeri Using Area

Acili kesilmis iki profili bir birine uc uca ¢ektirme yéntemi
ile baglamak icin kullanilir. 75° ile 180° arasinda acili baglanti

imkani sunmaktadir.
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It is used for connecting two profile with
their front side by pulling method. It provides
connection between 75° - 180° angle.



Baglanti Elemanlari
Lg

Connector Equipments

Duiz Cektirme Tip Baglant

Kod | | Uriin Adi A|B|C|D d | Malzeme | Adirlik

2.1.012.08.00 Kanal 8 30x30 Duz Cektirme Tip Baglanti 29 | 21 | 16 12 6.8 Celik 24.5gr

2.1.012.10.01 Kanal 10 45x45 Duz Gektirme Tip Baglanti 455| 31 | 20 | 15 | 85 Celik 54 gr
Kullanim Yeri Using Area
Ayni baglanti ekseninde olan profillerin birbirlerine This connection part provides fixing profile equipment
baglantilarinda disardan sikilabilme imkani saglayan which is same connection axis. Besides can be used for
baglanti ekipmanidir. Ayrica profillerin paralel birles- parallel joints.

tirme uygulamalarinda tercih edilir.

Baglanti Elemanlari
Lg

Connector Equipments

Aln Cektirme Tip Baglanti
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Kod | Uriin Adi A | B D d | Malzeme | Agirhk
2.1.012.10.05 Kanal 10 Alin Gektirme Tip Baglanti 68 | 48 | 15 | 8.8 Celik 80.5gr
Kullanim Yeri Using Area
Sistemin uzun oldugu yerlerde ek profil ilavesinin Addition of additional profiles where the system
yapilmasini saglar. Profillerin uc uca birlestirmele- is long It allows for. The end of the profile is the
rinde kullanilan baglanti ekipmanidir. connection equipment used in the end join.
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Baglanti Elemanlari
Lg

Connector Equipments

Saplamali Somunlar

6 8 10
(W Il |
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Kod B4 Uriin Adi D | L |M|H| W/ B/ | Malzeme Agirlik
2.1.002.08.0620 | Kanal 8 M6x20 Saplamali Som. - 20 6,8 | 165| 7,7 8.8 Celik 7.59r
2.1.002.08.0625 | Kanal 8 M6x25 Saplamali Som. - 25 6 |68 |165| 7,7 8.8 Celik 8gr
2.1.002.10.0825 | Kanal 10 M8x25 Saplamali Som. - 25 8 |97 [195] 8,3 8.8 Celik 14 gr
2.1.002.10.0830 | Kanal 10 M8x30 Saplamali Som. - 30 8 9,7 1195| 8,3 8.8 Celik 16 gr
2.1.002.10.0840 | Kanal 10 M8x40 Saplamali Som. - 40 8 |97 [195]| 8,3 8.8 Celik 18.5gr
2.1.002.10.0860 | Kanal 10 M8x60 Saplamali Som. - 60 8 |97 [195] 83 8.8 Celik 25.5¢r
2.1.009.00.06 Kanal 8 Bombe Bagli Somunu 213 | - 6 - - 198 8.8 Celik 3gr
2.1.009.00.08 Kanal 10 Bombe Basli Somunu @21 - 8 - - 12,7 8.8 Celik 9,5¢gr
Kullanim Yeri Using Area

Saplamali tirtilh somunlar, kanal icerisine ilave parca mon-
tajini kolaylastirir. Baglanti parcasinin yiksekligine gore,
degisken boylarda saplamali tirtilli somunlar tercih edilir.
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Hammer spring nuts provide practical connection of
additional components into profiles.Lenght of hammer
spring nuts are changeable according to lenght of the

profile.
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Connector Equipments

Tirtilh Somunlar
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Kod |- | Uriin Ad M B | W | D|H| A Malzeme Agirhik
2.1.001.06.04 Kanal 6 Tirtilli Somun M4 |57 114/ 41|12 56| 8.8Celik 1.29r
2.1.001.06.05 Kanal 6 Tirtilh Somun M5 |57 |11.4| 41|12 56| 88Celk 1gr
2.1.001.08.04 Kanal 8 Tirtilh Somun M4 | 79| 16 |63 | 2 | 7.7 8.8 Celik 3.6gr
2.1.001.08.05 Kanal 8 Tirtilll Somun M5|79| 16 |63| 2 | 7.7 8.8 Celik 3.3¢gr
2.1.001.08.06 Kanal 8 Tirtilli Somun M6 |79| 16 |63 | 2 | 7.7 8.8 Celik 3ar
2.1.001.10.04 Kanal 10 Tirtilh Somun M4 | 10| 19 |87 | 3 |98 8.8 Celik 7.5¢r
2.1.001.10.05 Kanal 10 Tirtill Somun M5| 10| 19 |87 | 3 |98 8.8 Celik 79r
2.1.001.10.06 Kanal 10 Tirtilh Somun M6 | 10 | 19 |87 | 3 |98 8.8 Celik 6.5gr
2.1.001.10.08 Kanal 10 Tirtilh Somun M8 | 10| 19 |87 | 3 |98 8.8 Celik 5.5¢r
2.1.001.08.06.00 Kanal 8 |Paslanmaz Tirtilh Somun| M6 | 7,9| 16 | 6.3 | 2 | 7.7 | Paslanmaz 2.7 gr
2.1.001.10.06.00 | Kanal 10 |Paslanmaz Tirtilli Somun| M6 | 10 | 19 | 8.7 | 3 | 9.8 | Paslanmaz 59¢r
2.1.001.10.08.00 | Kanal 10 |Paslanmaz Tirtilh Somun| M8 | 10 | 19 | 8.7 | 3 | 9.8 | Paslanmaz Sgr
Kullanim Yeri Using Area

Profillerdeki baglantilari, kolay bir sekilde yapmayi saglar.
Ayrica tirtillan sayesinde profilin icerisine temas ederek
kaymayi ve gevsemeyi engeller. Profil kanalina istenilen
yerden baglama imkani sagladigi gibi, takildigi yerden

pratik olarak cikartilabilir.

57

It provides making connections at profiles easily. Plus
owing to its deckles it prevents getting loosen by
pressing inside the profile. As it provides connection
chance to profile canal from any place, it also can be
taken out practically from the place it is mounted.
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Connector Equipments
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Dikdortgen ve Kare Somunlar
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Kod |- | Uriin Adi M E Malzeme Agirhk
2.1.005.08.04 Kanal 8 Dikdértgen Somun M4 5 HRP 10.5 gr
2.1.005.08.05 Kanal 8 Dikdértgen Somun M5 5 HRP 10 gr
2.1.005.08.06 Kanal 8 Dikdértgen Somun M6 5 HRP 10 gr
2.1.005.08.08 Kanal 8 Dikdértgen Somun M8 5 HRP 9gr
2.1.004.10.04 Kanal 10 Kare Somun M4 5 HRP 13.5gr
2.1.004.10.05 Kanal 10 Kare Somun M5 5 HRP 13 gr
2.1.004.10.06 Kanal 10 Kare Somun M6 5 HRP 13 gr
2.1.004.10.08 Kanal 10 Kare Somun M8 5 HRP 12 gr
2.1.004.10.10 | Kanal 10 Kare Somun M10 5 HRP 10.5gr
Kullanim Yeri Using Area

Kare Somun: Daha ziyade kanali 10 mm olan profiller-
de tirtilll somun uygulamasina alternatif olarak tercih edilir.
Dikddrtgen Somun: Profillerde kullanilacagr yeri 6nceden
belirlemek gerekir ve profilin kanalina bastan takilarak bag-
lanabilir.
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Square Nuts: are mostly preferred at profiles having 10mm
canal as an alternative of jugged nut applications.
Rectangular Nuts: are necessary to determine the place
where it will be used and it can be connected by mounting
to the profile channel at the begining.



Baglanti Elemanlari
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Connector Equipments Uzun - T Kanal Somunlari
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Uc uca profil baglantilarinda ve gii¢li baglanti olusumlarinda kullanilir. / It is used on additional profile connections and strong connections.

Kod B4 Uriin Adi M B w L D3 | D2 | D1 H Malzeme | Agdirlik

2.1.008.06.100 | Kanal 6 | Uzun T Kanal Som. | M5 6 10 100 | 20 30 10 5 8.8 Celik 29 gr

2.1.008.08.120 | Kanal 8 | Uzun T Kanal Som. | M6 7,8 16 120 | 35 35 7,5 6 8.8 Celik 77.5gr

2.1.008.10.140 | Kanal 10 [ Uzun T Kanal Som. | M8 10 20 140 30 40 15 10,5 8.8 Celik 150 gr

Kod (- | Uriin Adi M B w L H Malzeme Agirhik

2.1.006.06.04 Kanal 6 T-Somun M4 | 6 10 | 10 5 8.8 Celik 25gr

2.1.006.06.05 Kanal 6 T-Somun M5 6 10 10 5 8.8 Celik 2gr

2.1.006.06.06 Kanal 6 T-Somun M6 6 10 | 10 5 8.8 Celik 2gr

2.1.006.08.04 Kanal 8 T-Somun M4 | 78 | 16 | 16 6 8.8 Celik 9gr

2.1.006.08.05 Kanal 8 T-Somun M5 |78 16 | 16 6 8.8 Celik 85¢gr

2.1.006.08.06 Kanal 8 T-Somun M6 | 7.8 16 | 16 6 8.8 Celik 8.5¢gr

2.1.006.08.08 | Kanal 8 T-Somun M8 |78 ]| 16| 16 | 6 8.8 Celik 7.5gr

2.1.006.10.04 Kanal 10 T-Somun M4 | 10.1] 20 | 20 | 10,5] 8.8 Celik 21.5¢r

2.1.006.10.05 Kanal 10 T-Somun M5 | 10.1| 20 | 20 | 10,5] 8.8 Celik 20.5gr

2.1.006.10.06 Kanal 10 T-Somun M6 | 10.1] 20 | 20 | 10,5] 8.8 Celik 19.5gr

2.1.006.10.08 Kanal 10 T-Somun M8 | 10.1| 20 | 20 | 10,5 8.8 Celik 18.5gr
Kullanim Yeri Using Area
Kuvvetli baglanti gerektiren yerlerde T kanal T slot nuts should be use for strong connection needed places.
somunlari kullanilir. Uzun kanal somunlari Long type of Tslot nuts fix profile clearly and make possible to
genis alanda oturma ylizeyi ve sikma kuvvetinin tightly scewing profiles.

en Ust diizeyde tatbik edilmesini saglar.
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Connector Equipments

Yayh Kanal Somunlari
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Kod | | Uriin Adi M A B c L Malzeme Agirik
2.1.003.08.04 Kanal 8 Yayli Kanal Somunu M4 8 13 5.5 16 8.8 Celik 3.8gr
2.1.003.08.05 Kanal 8 Yayli Kanal Somunu M5 8 13 55 16 8.8 Celik 49
2.1.003.08.06 Kanal 8 Yayli Kanal Somunu M6 8 13 5.5 16 8.8 Celik 55¢9r
2.1.003.08.08 Kanal 8 Yayli Kanal Somunu M8 8 13 5.5 16 8.8 Celik 4.5gr
2.1.003.10.04 |Kanal 10 Yayli Kanal Somunu M4 10 15 75 20 8.8 Celik 12 gr
2.1.003.10.05 |Kanal 10 Yayl Kanal Somunu M5 10 15 7.5 20 8.8 Celik 1.59r
2.1.003.10.06 |Kanal 10 Yayl Kanal Somunu M6 10 15 75 20 8.8 Celik 11.5gr
2.1.003.10.08 |Kanal 10 Yayli Kanal Somunu M8 10 15 7.5 20 8.8 Celik 10.5gr
# 2.1.006.10.05 Kanal 6 Modul T-Somun M4 6.1 1 5.5 16 8.8 Celik 49
# 2.1.006.10.06 | Kanal 6 Modul T-Somun M5 6.1 11 5.5 16 8.8 Celik 4gr
# 2.1.006.10.08 | Kanal 6 Modul T-Somun M6 6.1 1 5.5 16 8.8 Celik 3gr
Kullanim Yeri Using Area

Yayh kanal somunlari, kanal iginde sabit kalmasi gereken
durumlarda ve dik kanal montajlarinda kullanilir.
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Spring nuts are mostly used when the nut needed stable
and on vertical positons on assembles.
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Hareketli Mafsallar
Connector Parts
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Kod Uriiniin Adi A | B D H | Malzeme | Agirlik
2.2.009.08.3030.0001 30x30 Hareketli Mafsal 30 | 30 | @85 |22.5| Zamak 154 gr
2.2.009.08.4040.0001 40x40 Hareketli Mafsal 40 | 40 | @85 | 30 | Zamak 372 gr
2.2.009.10.4545.0001 45x45 Hareketli Mafsal 45 | 45 | @10.5 | 30 | Zamak 342 gr
4 N 4 N
s I ‘
\ J \ ' J
Kod Uriintin Adi A | B D H | Malzeme | Agirhk
2.2.009.08.3030.0001 | 30x30 Yerli Hareketli Mafsal | 30 | 30 | @8 |22.5| Zamak 132,5gr
2.2.009.08.4545.0001 | 45x45 Yerli Hareketli Mafsal | 45 | 45 | @8.5 | 30 | Zamak 309 gr
Kullanim Yeri Using Area
180° acida sabit veya hareketli profillerin baglanmasina It is used to connect fixed or moving profiles within an 180°
elverislidir. Profilin alnina ve kanalina baglanti civatasi angle area. It is easily connected to forehead and
ile kolay sekilde monte edilir. Cift tarafli uygulamalarda channel of the profile by the connection bolt. It provides a
cok yonli eksen olusturmak mimkinddr. movement out of standards for the part.This profile make

possible to create multi axis at double side applications.
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120°-135° Baglanti Parcasi

Kod Prf Ebat Uriin Adi A (of M Malzeme Agirhk
2.2.011.06.120.20 20x20 120° Baglanti Pargasi 9.3 | 120 M4 Celik 17 gr
2.2.011.06.120.25 25x25 120° Baglanti Pargasi 123 | 120 M5 Celik 27 gr
2.2.011.08.120 30x30 120° Baglanti Pargasi 14 120 M6 Celik 43 gr
2.2.011.10.120 45x45 120° Baglanti Pargasi 19.5| 120 | M8 Celik 92 gr
2.2.011.06.135.20 20x20 135° Baglanti Pargasi 93 | 135 | M4 Celik 16 gr
2.2.011.06.135.25 25x25 135° Baglanti Parcasi 123 | 135 M5 Celik 27 gr
2.2.011.08.135 30x30 135° Baglanti Pargasi 14 | 135 | M6 Celik 41gr
2.2.011.10.135 45x45 135° Baglanti Pargasi 19.5| 135 M8 Celik 88 gr

Kullanim Yeri Using Area

Disaridan baglanti istenmeyen 120° ve 135°li
birlestirmelerde tercih edilir. .Dereceli baglanti
parcalar kanalin igine de takilarak kolay ve
pratik baglanti saglar.

It's used on connections 120° - 135° degree which
is not preferred from outside. Degreed connection
parts are mounted inside channels and it provides
easy and practical connections.




90° Baglanti Parcasi

Kod Prf Ebat Uriin Adi A (o M Malzeme Agirhk
2.2.011.06.090.20 20x20 90° Baglanti Pargasi 45 9.3 M4 Celik 17.5gr
2.2.011.06.090.25 25x25 90° Baglanti Pargasi 45 | 123 M5 Celik 30 gr

2.2.011.08.090 30x30 90° Baglanti Pargasi 45 14 M6 Celik 335gr
2.3.011.10.090 45x45 90° Baglanti Pargasi 55 | 19,56 | M8 Celik 71gr
Kullanim Yeri Using Area
Disaridan baglanti istenmeyen 90 dereceli It is preferred on 90 degree connections which are
birlestirmelerde tercih edilir. Dereceli baglanti undesired connection elements at outer side of
parcalart kanalin iginden takilarak kolay ve profile . Graded connection parts are attached easily
pratik baglanti saglar. and quickly by connecting into the canal.
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Baglanti Parcalari

r

Connector Parts

Baglanti Saclari
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Kod Prf Ebat Uriin Adi A | B | @D| K | Malzeme | Agirlik Qﬁ
2.2.002.10.4590.01 45x90 Baglanti Saci 175| 85 | 85| 5 Celik 564 gr Q
~ | 0
\‘
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¢
iki Yonlii Baglant1 Saclar
Kod Prf Ebat Uriin Adi A B | @D | K Malzeme Agirhik
2.2.002.06.2025.02 | 20x25 | Baglanti Saci 75|75 5| 3 Celik 96.5 gr
2.2.002.08.3030.02 | 30x30 | Baglanti Saci 80 /80| 65| 3 Celik 119 gr
2.2.002.10.4545.02 | 45x45 | Baglanti Sact |120|120| 8.5| 3 Celik 256 gr
2.2.002.10.4590.02 | 45x90 | Baglanti Saci |180|180| 8.5 | 4 Celik 850 gr
2.2.002.10.9090.02 | 90x90 | Baglanti Saci |240/240| 85| 5 Celik 1.782 gr
Ug Yonlii Baglanti Saclan
Kod Prf Ebat Uriin Adi A B | @D | K Malzeme Agirhk
2.2.002.06.2025.03 | 20x25 Baglanti Saci | 75 | 86| 5 | 3 Celik 109.5 gr
2.2.002.08.3030.03 | 30x30 Baglanti Sact | 90 [150| 6.5 | 3 Gelik 221.5gr
2.2.002.10.4545.03 | 45x45 Baglanti Saci  |120(160| 8.5 | 3 Celik 322 gr
2.2.002.10.4590.03 | 45x90 Baglanti Saci  [170(130| 85| 4 Celik 622 gr
2.2.002.10.9090.03 | 90x90 Baglanti Saci  |200|250| 85| 5 Celik 1.581 gr
Dért Yonlii Baglanti Saclar:
Kod Prf Ebat Uriin Adi A B | @D | K | Malzeme Agirhk
2.2.002.06.2025.04 | 20x25 Baglanti Saci [130|130| 5 | 3 Celik 248 gr
2.2.002.08.3030.04 | 30x30 Baglanti Saci (150 |150| 6.5 | 3 Celik 334 gr
2.2.002.10.4545.04 | 45x45 Baglanti Saci  |180|180| 8.5 | 4 Celik 689 gr
2.2.002.10.9090.04 | 90x90 Baglanti Saci | 311|311/ 85| 5 Celik 2739 gr
Kullanim Yeri Using Area
Bu baglanti sayesinde profillere hicbir islem yapmadan civa- It's possible to mount more than one profile by using bolts
ta ile birkag profili birbirine baglamak mumkindir. Estetik without making any holes on profiles. It's mostly used on
bir goriinti saglar genellikle makinalarda ve konveyér ayak- machines and conveyors's feets and it provides an aesthetics
laninda kullanilir. Mukavemet gerektiren yerlerde takviye apperiance. It's used as support on areas which need strenght
amagli alternatif baglanti olanagi saglar. Also it provides alternative option connection as support.
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Raf Ayar Saci
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Kod > | Uriin Adi B d @D | Malzeme Agirhik
2.2.007.08 Kanal 8 Raf Ayar Saci 120 | 30 6.5 6.5 Celik 247.5gr
2.2.007.10 Kanal 10 Raf Ayar Saci 120 | 38 8.5 8.5 Celik 242.5gr

Kullanim Yeri Using Area

180 dereceli bir agi alani igerisinde sehpa ve masa raflar-
inin istenilen derecede ayarlanmasina imkan verir. Sikma
kollari ile istenilen acida sabitleme yapilabilmektedir.

It enables adjustment of the tripods and tables desired
in an area of 180 degrees. It provides fixing by tightening
arms at desired angle.
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Ayak Sabitleme Pargasi
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Kod Uriin Adi B c D Malzeme | Agirhk
2.2.002.00.00 Ayak Sabitleme Parcasi 153 | 45 92 9 Celik 488.5 gr
Kullanim Yeri Using Area

Konveyor ve makine saselerinde kullanim yerine gore ayaklari
yere sabitler ve sarsilmalarini engeller. Sag ve sol olarak iki
ayri cesitten olusur bir tarafi profile baglanir, diger tarafi da
celik dubeller ile yere sabitlenir.
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It provides fixing feet to the floor by conveyor and machine
chassis according to the usage place. It consists of two types;

left and right.One side is attached to profile and the other
side is fixed to the floor by steel plugs.

Baglanti Parcalar



Baglanti Aksesuarlari

rBaglanti Aksesuarlar Ayak Yer baglanti parcasi

renderin agisi uygun degil

& A
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Kod Prf Ebat Uriin Adi A| B |D H K Malzeme Agirlik
2.2.002.045045.00.10 45x45 Ayak Yer Baglanti Pargasi | 135| 89 13 | 80 4 Celik 862 gr
2.2.002.045090.00.10 45x90 Ayak Yer Baglanti Pargasi | 180 | 89 13 | 80 4 Celik 972 gr
Kullanim Yeri Using Area
Sase, kabin ayaklarinda yere sabitlenmesi gereken durumlarda It is using in cabin, chassis applications to fix the food
kullanilir. ki ayri eksende federleri bulunan yiiksek mukavemetli to the floor. They are high strength metal fittings.

metal baglanti parcalaridir.
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rBaglant: Aksesuarlari Ayak Baglanti Parcalari

6 8 10
[ | N |
4 N 4 N
\§
Kod Prf Ebat Uriin Adi M A L B H Malzeme Agirhik
30x30 3 -
2.2.005.3060.06 30%60 Pabug Bag. Par. M6 30 60 30 16 | Aliminyum 45 gr
2.2.005.3060.08 §8§28 Pabug Bag. Par. | M8 | 30 | 60 | 30 | 16 | Am.Enjek | 45gr
2.2.005.4080.10 jgiig Pabug Bag. Par. | M10 | 40 | 80 | 40 | 15 | Aluminyum | 76gr
2.2.005.4080.12 jgﬁg Pabug Bag. Par. | M12 | 40 | 80 | 40 | 15 | Alaminyum | 74.5gr

2.2.005.4590.10 45x90 Pabug Bag. Par. | M10 | 45 90 45 15 | Alm. Enjek 101 gr

2.2.005.4590.12 45x90 Pabug Bag. Par. M12 45 90 45 15 Alm. Enjek 100 gr

2.2.005.4590.16 45x90 Pabug Bag. Par. | M16 | 45 90 45 | 15 | Alm. Enjek 95.5 gr

2.2.005.6060.10 60x60 Pabug Bag. Par. | M10 | 30 60 60 15 | Alm. Enjek 119 gr

2.2.005.6060.12 60x60 Pabpug Bag. Par.| M12 | 30 60 60 15 | Alm. Enjek 119 gr

2.2.005.8080.10 80x80 Pabug Bag. Par. | M10 | 40 80 80 15 | Alm. Enjek | 218.5gr

2.2.005.8080.12 80x80 Pabug Bag. Par. | M12 | 40 80 80 15 | Alm. Enjek | 217.5gr

JEIETEE

2.2.005.9090.12 90x90 Pabug Bag. Par. | M12 | 45 90 90 15 | Alm. Enjek 201 gr

2.2.005.9090.16 90x90 Pabug Bag. Par. | M16 | 45 90 90 15 | Alm. Enjek 195 gr

Kullanim Yeri Using Area

Ayak baglanti parcalar plastik ve metal ayaklarin Foot connection parts provide strong assemble
oldugu gibi tekerleklerin de konstriksiyona opportunity for connecting wheels just as in the
saglam montajlanmasina imkan saglar. Degisik case of plastic and metal feet on constructions.
profil kesitlerine gore tasarlanmis ebatlar tercih

edilir.
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Baglanti Aksesuarlari
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Frenli Tekerlekler
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Kod Uriin Adi E (@D @d H | Yikleme Kap.| Malzeme Agirlik
2.3.004.050.01 @50 Tekli Tekerlek | 20 | 50 | 10| 70 35 kg Polyamid 204 gr
2.3.004.050.02 @50 Giftli Tekerlek | 20 | 50 | 10 | 70 55 kg Polyamid 277 gr
2.3.004.075.01 @75 Tekli Tekerlek | 25 | 75 | 10 | 100 60 kg Polyamid 298 gr
2.3.004.075.02 @75 Ciftli Tekerlek | 25 | 75 | 10 | 100 80 kg Polyamid 538 gr
2.3.004.100.01 @ 100 Tekli Tekerlek | 30 | 100 | 12 | 130 140 kg Polyamid 719 gr
Kullanim Yeri Using Area

Tekerlek, olusturulan moddler uygulamalarda hareket etme
imkani olusturur. Servis masalarini saselerin ve konveyorlerin
bir yerden diger bir yere hareketine olanak saglar. Kulanilan
profile gore degisik tekerlek ebatlar tercih edilir. Kilit tertibati
ile sabitlemek mimkunddir.

-
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Rollers present movement on modular applications
e-g Service carts, Chasis and conveyors. Various roller
types are preferred in accordance to different profile
types. Also it can be fixed apperatus with locking.




Baglanti Aksesuarlari
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Plastik ve Metal Ayaklar
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Kod Uriin Ad D M H | h | Malzeme | Agirhk | Tas. Yiik
2.3.002.0650 M6 Plastik Ayak @41| M6 | 80 | 50 | Plastik 41 gr 39 kg
2.3.002.0845 M8 Plastik Ayak 41| M8 | 80 | 50 | Plastik 47 gr 49.5 kg
2.3.002.1050 M10 Plastik Ayak @60 | M10 | 100 | 60 Plastik 116 gr 114 kg
2.3.002.1250 M12 Plastik Ayak @60 | M12 | 100 | 60 Plastik 136 gr 152kg
2.3.002.1650 M16 Plastik Ayak g110| M16 | 160 | 110 Plastik 314 gr 325.5kg
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Kod Uriin Adi D M H h Malzeme | Agirlik | Tas. Yiik
2.3.003.060 M10 Krom Kaplh Ayak @60 | M10| 85 | 50 Krom-Celik 188 gr 190 kg
2.3.003.080 M12 Krom Kapli Ayak @80 | M12 | 150 | 100 | Krom-Celik 479 gr 489 kg
2.3.003.120 M16 Krom Kapli Ayak @120| M16 | 150 | 100 | Krom-Celik | 1.081 gr| 1.150 kg

Kullanim Yeri Using Area

Her tlrlu konstriksiyonda; konveydr, makine masa gibi
agrir profil uygulamalarinda yer ile temasi saglar. Mafsalli
yapisi sayesinde de bulundugu zeminin sekline adapte
olur. Kullanim yerine gore degisik secenekleri mevcuttur.
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It presents contact betwen conveyors machine etc
and floor. It can be adapted with floor easily with
hinged structure. It has various options accordance
to usage area.
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Baglanti Aksesuarlari
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Profil Kose Kapaklari
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Kod Uriin Adi A | B | C| Malzeme Agirlik
2.3.001.2020.07 20x20 Kare Kapak 20 20 | 2 Plastik 3gr
2.3.001.3030.07 30x30 Kare Kapak 30 | 30| 3 Plastik 8 gr
2.3.001.4040.07 40x40 Kare Kapak 40 | 40| 3 Plastik 35gr
2.3.001.4545.07 45x45 Kare Kapak 45 45 | 3 Plastik 22 gr
2.3.001.4040.08 40x40 Uggen Kapak 40 40 | 3 Plastik 7gr
Kod Uriin Adi A | B| C| Malzeme Agirlik
2.3.001.2020.05 | Kose Baglant: Kapag: Radiuslu 20 |20 | 3 Plastik 2gr
2.3.001.3030.05 | Kose Baglant: Kapag1 Radiuslu 30 | 30 | 3 Plastik 4gr
2.3.001.4545.05 | Kose Baglant1 Kapagi Radiuslu 45 | 45| 3 Plastik 14 gr
Kullanim Yeri Using Area

Profillerin kose birlestirmelerinde tercih edilen
kdse baglanti parcalarinin ve sikma citalarinin
kose baglanti kapaklariyla kapatiimasi ve estetik
gorinim saglamasi mimkandr.
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It is possible to cover corner connector parts which
preferred profiles' corner connection and their bolts
with an aesthetic apperiance.



Eglantl Aksesuarlar Profil Kapaklar
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Kod Uriin Adi A B C Renk Malzeme Agirlik
2.3.001.2020.01 20x20 Profil Kapagi 20 20 2 ([ Plastik 1gr
2.3.001.2040.01 20x40 Profil Kapagi 20 40 3 o Plastik 29r
2.3.001.2080.01 20x80 Profil Kapagi 20 80 3 ([ Plastik 4gr
2.3.001.2525.01 25x25 Profil Kapagi 25 25 3 o Plastik 1.5¢gr
2.3.001.3030.01 30x30 Profil Kapagi 30 30 3 o0 Plastik 3.5¢gr
2.3.001.3535.02 35x35 (A) Profil Kapagi 35 35 4 [ Plastik 4gr
2.3.001.3535.01 35x35 (L) Profil Kapagi 35 35 3 [ Plastik 4.59r
2.3.001.3060.01 30x60 Profil Kapag! 30 60 3 [ 19 Plastik 7gr
2.3.001.4040.01 40x40 (L) Profil Kapagi 40 40 3 [ 10 Plastik 55¢gr
2.3.001.4040.02 40x40 (A) Profil Kapagi 40 40 3 o Plastik 554gr
2.3.001.4080.01 40x80 Profil Kapagi 40 80 3 [ 19 Plastik 9.5¢gr
2.3.001.4545.01 45x45 Profil Kapagi 45 45 3 o0 Plastik 8gr
2.3.001.4560.01 45x60 Profil Kapag! 45 60 3 o Plastik 9.5¢gr
2.3.001.4590.01 45x90 Profil Kapagi 45 90 3 o0 Plastik 15.5gr
2.3.001.6060.01 60x60 Profil Kapagi 60 60 3 [ Plastik 11.59r
2.3.001.8080.01 80x80 Profil Kapagi 80 80 3 o Plastik 19.5gr
2.3.001.9090.01 90x90 Profil Kapagi 90 90 3 o Plastik 31gr
2.3.001.2020.03 20x20 Radiuslu Profil Kapagi 20 20 3 [ Plastik 1gr
2.3.001.3030.03 30x30 Radiuslu Profil Kapagi 30 30 3 () Plastik 25¢gr
2.3.001.4545.03 45x45 Radiuslu Profil Kapag 45 | 45 3 o Plastik 7gr
2.3.001.23127.01 23x127 Profil Kapagi 23 | 126.8| 4.2 o Plastik 18.5gr
Not: Gri Kapak Kodu 2.3.001.xxxx.11

Kullanim Yeri Using Area

Profil alinlarina takilarak hem guzel bir gorinti It provides a good view by mounting to profile

saglar, hem de acik olan yerde kirlenmeyi engeller. foreheads and prevents dirt at open places. Also

Ayni zamanda profillerin uglarinda zedelenme ihti- it keeps solution for the possibility of the damage

maline karsi da ¢ozim olusturur. of profile ends.

4 N
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Baglanti Aksesuarlar



Kabin Malzemeleri

Kabin Malzemeleri
e

Cabin Equipments Kilitli Menteseler
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Kod Prf Ebat Uriin Adi H L1 L2 L3 L4 D1 Malzeme | Agirhk
2.2.003.2020.03| 20x20 Kilitli Mentese 72 48 | 28 84 50 | 6,6 PAG6 Siyah | 60,5 gr
2.2.003.3030.03| 30x30 Kilitli Mentese 72 48 | 28 84 50 | 6,6 PAG6 Siyah | 60,5 gr
2.2.003.4545.03| 45x45 Kiliti Mentese 72 48 | 28 84 50 | 6,6 PA6 Siyah | 60,5 gr
Kullanim Yeri Using Area
Sustali kol vasitasiyla acilir pencerelerde agi ayari yaparak Locked Hingles are a kind of plactic hingles using for fixing
sabitlemeye yarayan plastik yaprak menteselerdir. by doing angle setting in windows open with spring arm.

Kabin Malzemeleri
e

Cabin Equipments Kapakli Menteseler
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Kod Prf Ebat Uriin Adi H L1 L2 L3 L4 D1 Malzeme | Agirhik
2.2.003.4545.04| 45x45 Kapakli Mentese 72 48 28 84 50 6,6 PA6 Siyah | 60,5 gr
Kullanim Yeri Using Area
Bu menteselerin dis ylizeylerine plastik kapak takilarak This hinges attaching the plastic cover on the outer surface
mentese baglantisini saglayan civatalarin gériinmesini appearing bolts to the hinge connection obstacles.
engeller. Bu sayede cok estetik bir gériinim arz eder. In this way, it supplies very aesthetic appearance.
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Kabin Malzemeleri
LCabin Materials Menteseler
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Metal Mentese Plastik Mentese
Kod Prf Ebat Uriin Adi E H1 H2 L1 L2 L3 L4 D1 Malzeme | Agirhk

2.2.003.2020 20x20 Mentese (ince Seri) | 5 | 10.25 | 10.25| 18.35| 18.35| 35 19 6 | PAGSIYAH| 85gr
2.2.003.2025 20x25 Mentese (ince Seri) | 5 | 10.25 | 12.75| 18.35| 23.35| 35 19 6 | PAGSIYAH| 10gr
2.2.003.2525 25x25 Mentese (ince Seri) | 5 | 12.75 | 12.75| 23.35| 23.35| 35 19 6 | PAGSIYAH | 11gr
2.2.003.2030 20x30 Mentese (ince Seri) | 5 | 10.25 | 15.25| 18.35| 23.35 | 35 19 6 | PAGSIYAH | 9.5gr
2.2.003.2530 25x30 Mentese (ince Seri) | 5 | 15.25 | 12.75| 23.35| 23.35| 35 19 6 | PA6SIYAH| 10gr
2.2.003.3030.5 | 30x30 Mentese (ince Seri) | 5 | 15.25 | 15.25|23.35| 23.35| 35 19 6 | PAGSIYAH | 10.5gr
2.2.003.3030 30x30 Mentese 8 15 15 25 25 50 30 6.5 | PA6 SIYAH | 29.5gr
2.2.003.3535 35x35 Mentese 8 175 | 175 | 32 32 50 30 6.5 | PAGSIYAH | 34gr
2.2.003.4530 45x30 Mentese 8 | 2275 | 15 25 32 50 30 6.5 | PA6SIYAH | 31gr
2.2.003.4535 40x40 Mentese 8 2275| 17.5 32 32 50 30 6.5 | PA6 SIYAH 33gr
2.2.003.4545 45x45 Mentese 8 | 2275 |22.75| 32 32 50 30 6.5 | PAGSIYAH | 34gr
2.2.003.2525.01 25x25 Metal Mentese 5 125 (125 20 20 40 25 55 ZAMAK 44 gr
2.2.003.3030.01 30x30 Metal Mentese 6 155 |155 25 25 50 30 6.5 ZAMAK 83 gr
Kullanim Yeri Using Area

Cesitli Kabin kapaklari ve Kabinlerin kanatlarinin agilip Different size designed hinge provides open and closing
kapanmasinda degisken olcllere gore tasarlanmis different type cabin lid and wings.This designed hinges
menteseler ; cesitli profil montajina mimkin eksen are manufactured to different type profile assembly

oOlcllerinde Uretilmistir.
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Kabin Malzemeleri
[

Cabin Materials

Plastik Kulp
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Kod Uriin Adi H L L1 B D Malzeme Agirhk
2.3.008.00 Plastik Kulp 40.5 | 131.5| 915 25 8.4 Plastik 445 gr
# 2.3.008.03 Plastik Kulp ince 40.5 | 130 104 12 a5 Plastik 25gr
# 2.3.008.02.00 Plastik Siirgiili Kulp 6 | 134 | 100 | 27 | @85 | Plastik 110 gr
Kullanim Yeri Using Area

Kulp Profillerle yapilan kabin kapaklarinin acilip kapan-

masinda yardimci olur. Diger baglanti aksesuarlari ile
birlikte estetik bir gériiniim arz eder.
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Handle It helps opening/closing of the cabin covers
made of profiles.It represents an artistic view other

connector accessories.
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dvenlik Sistemleri
Security Systems

s

Bilyah Kilit

Kod Uriin Adi Prof.Ebat L L1 B Malzeme Agirhk
# 2.2.004.2520 Bilyall Kilit (Kuigiik) 20-25-30 | 53 40 55 @5 Plastik 25gr
2.2.004.4545 Bilyal Kilit (Bly(k) 35-40-45 | 74 57 77 5.5 Plastik 40 gr
Kullanim Yeri Using Area

Biyali Kilit Vibrasyonun yiiksek oldugu makina kabinle-
rinde pencerelerin acilmasini engellemek icin kullanil-

maktadir.

dvenlik Sistemleri
Security Systems

Ball Lock It$ used to prevent opening windows on
machine cabinets which has high vibration.

Guivenlik Kilidi
A
J

Kod

Uriin Adi

B| C D

Malzeme

Agirhk

2.2.002.10.180180.10

Guvenlik Kilidi

104 | 40 | 38 | 43

Aliminyum

345 gr

Kullanim Yeri

Kabin, sase sistemlerinde glivenlik amacl kullanilan,

anahtarl kilit mekanizmasidir.
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Using Area

It is a lock mechanism with key, which is used for security
purposes in the cabin- chassis applications.

Kabin Malzemeleri
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Luvenlik Sistemleri
Security Systems

6

8
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Miknatis Baglanti Takimi

Miknatis Bag. Takimi -_l"%__,__ =] - L
B d [%' | Miknatis Tutucu Pargasi
| ! ~s [——
P
Kod | | Uriin Adi A | B | L | @d | Malzeme | Agirlik
2.2.004.2025 | Kanal 6 Miknatis Baglanti Takimi 45 | 20 | 40 | @5.5 | Sac+Plastik | 88.5gr
2.2.004.3035 | Kanal 8 Miknatis Baglanti Takimi 45 | 35 | 55 | @6.5 | Sac+Plastik | 104 gr
2.2.004.4045 |Kanal 10| Miknatis Baglanti Takimi 45 | 47 | 67 | 6.5 | Sac+Plastik | 113 gr
2.2.004.0001 |6-8-10 Miknatis Tutucu Pargasi 40 | 28 | 20 - Sac 14.5gr
Kullanim Yeri Using Area

Kabin kapaklari ve kanatlarin kapali kalmasini saglar.
Miknatislar profil kanallarina baglanir ve kapaklarin
kapatildiktan sonra sabit kalmasini saglar.

ﬁjvenlik Sistemleri
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Kod [ | Uriin Adi A | B |C | D | E | Malzeme| Agirlik

2201508010 | Kanal8|  Kanal Sirgi Tekerlegi  |33.5 47 [19.3 |58 |7.8 | pSYal | 47gr

2.2.015.10.010 Kanal 100  Kanal Siirgii Tekerlegi 68.5| 48 | 29 | 9.5 |95 P(?Iggglln M7 gr

Kullanim Yeri Using Area

Security Systems

It provides keeping cabinet covers and wings closed.
Magnets are mounted to profile channels.

Kanal Siirgii Tekerlegi

Profillerin kanallar kullanilarak yataklama imkani saglayan
rulmanli tekerleklerdir. Kabin pencereleri, kayar kapilar
kullanim yerlerine 6rnek teskil eder.
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A kind of roller wheels which provide slot guidance by
using profile slot. Cabin windows, sliding doors to the
exemplary for it's usage.




ﬂvenlik Sistemleri

Security Systems

Paralel Baglanti Parcasi
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Kod Uriin Adi A | B | C | @D| E | F | H | Malzeme | Agirhk
2.2.002.10.180180.10 Paralel Baglanti Parcasi 30 |30 |27 |85|15 | 85|57 Celik |38.5gr
Kullanim Yeri Using Area

Kabin-Sase sistemlerinde profillerin paralel olarak portatif
baglantilarinda kullanihir.

Guvenlik Sistemleri

¥

Security Systems

It is used in portable connectivity as parallel with the
profile of cab-chassis system.

Tel Kafes Baglanti Pargasi

Kod

Uriin Adi

B (o D | dl| M Malzeme | Agirlik

2.2.015.10.006

Tel Kafes Baglanti Pargasi

12| 6 | 24| 5 | M5| Aliminyum | 13.5gr

Kullanim Yeri

Tel kafes sistemlerinde, boslugu alip rijitligi saglayan
sabitleme parcalaridir.
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Using Area

It is fixing parts used in wireframe system by reducing
the gap and provide rigidity.

Kabin Malzemeleri
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Amortisor Baglant1 Pargalari
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Kod Uriin Adi A | C Min. Max Malzeme Agirik
2.3.010.150300 Amortisor (Strok 150mm) F300N | 150 | 195 | 233 - 383 Celik 205 gr
2.3.010.105150 Amortisor (Strok 105mm) F150N | 105 | 145 | 188 - 293 Gelik 159 gr
2.3.010.085085 Amortisor (Strok 85mm) F85N 85 | 130|168 - 253 Celik 148 gr

2.3.010.00 Amortisér Baglant Pargasi 45| 40 28 Celik 48 gr
Kullanim Yeri Using Area
Kabin kapaklarinin agilip kapanmasinda kullanilan The dampers which are used for opening / closing
amortisorler yukaridaki baglanti pargasi ile sisteme cabinet caps mounted to the systems. It keeps the
adapte edilir. Herhangi bir kuvvet gerektirmeden caps opened without any force.

kapaklarin acik durmasini saglar.
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Baglanti Aksesuarlari
|'_9

6 8 10

(N ] N | |

Delik Delme Aparatlari
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Kod Uriin Adi A B L @D Malzeme Agirhik
2.3.007.2020 20x20 Delik Delme Aparati 20 40 20 @5.5 | Celik 50-55 Hrc 108 gr
2.3.007.2525 25x25 Delik Delme Aparati 20 | 50 25 | @5.5 | Celik 50-55 Hrc | 169 gr
2.3.007.3030 30x30 Delik Delme Aparati 185 | 60 30 a7 Celik 50-55 Hrc 222 gr

2.3.007.3535.01 35x35 (L) Delik Delme Aparati 19 70 35 @7 | Celik 50-55 Hrc | 328 gr
2.3.007.3535.02 35x35 (A) Delik Delme Aparati 1751 70 35 a9 Celik 50-55 Hrc 356 gr
2.3.007.4040 40x40 (L) Delik Delme Aparati 19 80 40 a9 Celik 50-55 Hrc 411 gr
2.3.007.4040.01 40x40 (A) Delik Delme Aparati 18.5| 80 40 @7 | Celik 50-55 Hrc | 417 gr
2.3.007.4545 45x45 Delik Delme Aparati 19 90 45 @9 | Celik 50-55 Hrc 508 gr
2.3.007.3060 60x60 Delik Delme Aparati 19 60 60 @7 | Celik 50-55 Hrc 460 gr
2.3.007.8080 80x80 Delik Delme Aparati 19 80 80 @9 Celik 50-55 Hrc 795 gr
2.3.007.9090 90x90 Delik Delme Aparati 19 90 90 @9 | Celik 50-55 Hrc | 1026 gr
2.3.007.23127 23x127 Delik Delme Aparati 19 | 127 46 @8 | Celik 50-55 Hrc 745 gr

Kullanim Yeri

Profilleri birbirine baglamak icin kullanilan alin civatasini
sikmak icin alti kose alyan deligi acilmaktadir. Bu alyan
deliklerini delik delme aparatlari ile cok rahat bir sekilde
acabiliriz. Her cesit profile uygun delik delme aparatlari
mevcuttur.

Using Area

Six corner Hex hole is opened for tightening to
head bolt which are used for connecting to
profiles. We can open very comfortable to hex
holes with drilling apparatus. Drilling apparatus
is suitable for all types of profiles.

Kabin Malzemeleri



Kabin Aksesuarlari
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Kanal Fitili
/AN l
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Cam Fitili

[11]

Kod | | Uriin Adi Renk A| B | Malzeme
2.3.005.06.01 Kanal 6 Kanal Fitili [ ] 73| 3.8 Plastik
2.3.005.08.01 Kanal 8 Kanal Fitili o 89| 43 Plastik
2.3.005.10.01 Kanal 10 Kanal Fitili [ ) 11.7] 841 Plastik
2.3.005.06.xx | Kanal 6 Kanal Fitili Renkli C 10 73| 38 Plastik
2.3.005.08.xx | Kanal 8 Kanal Fitili Renkli Q@0® | 89| 43| Pplastik
2.3.005.10.xx | Kanal 10 Kanal Fitili Renkli @0® | 11.7| 81| Pplastik

Not: Gri Fitil Kodu 2.3.005.xx.02
Kirmizi Fitil Kodu 2.3.005.xx.03
Mavi Fitil Kodu 2.3.005.xx.04

Kod | | Uriin Adi Renk A B | Malzeme
2.3.006.06.01 | Kanal 6 Cam Fitili 0000 | 7 7 Plastik
2.3.006.08.01 | Kanal 8 Cam Fitili Q0@ | 85 | 11.3| Plastik
2.3.006.10.01 | Kanal 10 Cam Fitili 00@0O | 11 |[12.1]| Plastik

Not: Seffaf Fitil Kodu 2.3.006.xx.02
Kirmizi Fitil Kodu 2.3.006.xx.03
Mavi Fitil Kodu 2.3.006.xx.04

Siyah Fitil Kodu 2.3.006.xx.01

Kullanim Yeri

Cam Fitilleri Profillerle yapilan kabin uygulamalarinda
plegsiglass ile profil arasina girerek pleksiglasin profil
kanalinda sabitlenmesini saglar. Siyah, mavi, kirmizi,

gri ve seffaf cam fitilleri bulunmaktadir.

Kanal Fitilleri Profilin tercihen dista kalan kanallarina
takilarak estetik bir gorlinti elde edilir. Kanallarin icin-
den gegirilen kablolarin kapatilmasini saglar ve kanal-
larin acikta kalip kirlenmesini 6nler.

\
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Using Area

Glass Seal At the cabin applications made with profiles,
it provides fixing the plexiglass in the profile canal by
entering between plexiglass and profile. There are black,
blue, red, gray and transparent glass seals
Canal Seal It is a obtained an artistic image moun-
ting preferably on the outside of the profile canal. It
also hides the cables that pass trought inside the canal
and keeps canal clean.

4 N

Kanal ve Cam Fitilleri




|:Kabin Malzemeleri
Cabin Materials
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Plexiglass

Kod Uriin Adi A B (o Malzeme Agirlik
2.3.009.03.01 Plexiglass 3 mm 1350 | 2000 | 3 Pleksiglas 9,55 gr
2.3.009.04.01 Plexiglass 4 mm 1350 | 2000 | 4 Pleksiglas 12,75 gr
2.3.009.05.01 Plexiglass 5 mm 1350 | 2000 | 5 Pleksiglas 15,93 gr
2.3.009.06.01 Plexiglass 6 mm 1350 | 2000 | 6 Pleksiglas 19,11 gr
2.3.009.08.01 Plexiglass 8 mm 1350 | 2000 | 8 Pleksiglas 25,48 gr
2.3.009.10.01 Plexiglass 10 mm 1350 | 2000 | 10 Pleksiglas 31,86 gr

Kullanim Yeri Using Area

Hertlrli konstriksiyonlarin alan kapatmalarinda
uygulanan pleksiglasslar cesitli renklerde ve kalinliklari
kullanilacak yerlerine gére tercih edilir. Sistemin hijyen
ve estetigine katkida bulunur. Degisik renklerde Gretimi

mevcuttur.
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Plexiglass parts usefull for covering all type of constructions
by different colours. Thickness can be adjustable up to
application area . Plexiglass provides aesthetics and hygiene.

The production of a variety of colors are available.

Kabin Malzemeleri
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&bin Malzemeleri

Cabin Materials
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Kullanim Yeri

Pleksiglass montajlarinda profil kanali iglerine
takilmasi istenmeyen durumlarda distan tirnakl
tutucular ile pleksiglasslarin tutturulmasi mimkuindur.
Gerektiginde kismi demontaja imkan tanir.

&bin Malzemeleri

Cabin Materials
6 8 10
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Kullanim Yeri

Pleksiglass montajlarinda profil kanal iclerine
takilmasi istenmeyen durumlarda distan civatali
tutucular ile pleksiglass larin takilmasi mimkuinddr.
Gerektiginde demontaja imkan tanir.

Plastik
9.9 gr

Plastik
11 gr
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Tirnakh Pleksi Tutucu

AN J/

Tirnakh Pleksi Tutucu
Kod: 2.2.013.10.001

Using Area

Plexi holder is used for assembling of plexiglass, in
case inserting plexiglass into profile's channel is not
desirable. Plexiglas is held by its external pawl.
Easy to disassemble in needed.

Somunlu Pleksi Tutucu

& J
i Somunlu Pleksi Tutucu
- Kod: 2.2.013.10.002
1
Using Area

The holder is used for assembling of plexiglass, iln case
inserting plexiglass into profile's channel is not desirable.
Plexiglass is held by this holder's external screws. Easy to
disassemble in needed.



Kabin Malzemeleri
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Cabin Equipment Pleksi Tutucu Metal
6 8 10
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Kod Uriin Adi A | B | C|D R Malzeme Agirhk
2.2.013.00.001 Pleksi Tutucu Metal Tekli 20 |32,5| 25 | 4,2 | 125 | Aliminyum 25gr

Kullanim Yeri Using Area
Kabin sistemlerinde pleksileri montajlarken estetik gériinim It is a single holder provide aesthetics view

saglayan tekli tutucu parcalardir.
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Kod Uriin Ad A | B | C| D R Malzeme Agirlik
2.2.013.00.003 Pleksi Tutucu Metal Ciftli 20 8 65 | 65 - Aliminyum 82 gr
Kullanim Yeri Using Area
Kabin sistemlerinde 90°'li iki pleksiglassi estetik sekilde It is a rotational metal part, which can be assembled
montajlayan donusli metal parcalardir. 90 ° degree of two plexiglass aesthetic the way.It is used

in cabin applications to provode turning parts.
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bin Malzemeleri
Cabin Materials
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Kullanim Yeri

Otomasyonlu (motorlu ve enkoderli ) veya elektrikli
tasarimlarimlarda kullanilan kablolarin profillerin
Uzerinde dizgun bir sekilde baglanmasini saglar.
Olusabilecek gorintu kirliligini ortadan kaldirir.

[Kabin Malzemeleri
Cabin Materials

Kullanim Yeri

Otomasyonlu (motor encoder ) veya elektrikli
tasarimlarimlarda kullanilan kablolarin profillerin
lizerinde diizglin bir sekilde baglanmasini saglar.
Kapakli tipler plastik kelepce gerektirmez.

Kapaksiz Kablo Tutucu

Kapaksiz Kablo Tutucu
Kod: 2.2.012.10.002

Plastik
59gr

Using Area
It provides smooth mounting at profiles on automation
(with motor or encoder ) and electrification units. It
prevents visual pollution.

Kapakh Kablo Tutucu

Kapakli Kablo Tutucu
Kod: 2.2.012.10.001

Plastik
6.5gr

Using Area

It provides smooth mounting at profiles on automation
(with motor or encoder ) and electrification units. This
type does'nt need fastener.
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Cabin Materials Siirgli Raylari ve Pimi
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Kod [ | Uriin Adi Al C | H L M Malzeme Agirhik
2.2.008.08.01 | Kanal 8 Sirgi Rayi 8 2 |18.7] 53 M4 Delrin 8.5¢r
2.2.008.10.01 | Kanal 10 Surgi Rayi 10 | 2.5 [ 20.3| 60 M4 Delrin 13 gr
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Kod | | Uriin Adi A|C | H| L M Malzeme Agirhik
2.2.008.08.02 | Kanal 8 Sirgl Pimi 8 | 15 3 24 M8 Celik+Delrin 79r
2.2.008.10.02 | Kanal 10 Sirgd Pimi 10 | 18 | 3 | 27 | M10 | Gelik+Delrin 12.5gr

Kullanim Yeri Using Area
Surgulu ve akordion kabin kapaklarinda kanal igindeki It is the connection part, which ensures guidance at
hareketine klavuzluk yapan baglanti pargalaridir. movement in the canal sliding door cabins.
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[Kabin Malzemeleri
Cabin Materials
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Aski Aparati
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Kod Uriin Adi Malzeme Agirhk
2.2.010.2025 Aski Aparati 20.25 Plastik + Celik 18 gr
2.2.010.3045 Aski Aparati 30.45 Plastik + Celik 36 gr

Kullanim Yeri Using Area

Profil kanallarina takilabilen aski aparatlari ile
her tirli yardimcr takim ve elemanlarin sistem
Uzerinde asiimasi saglanir.

[Konveyér Malzemeleri
Conveyor Materials

The hanger which is placable into slot of profiles' chanels

is used for hanging tools.

Suirtinme Plastigi

42
30
D_’ ©
7 Cel B
Kod Uriin Adi Malzeme Agirhik
3.001.00.4575 Sartinme Plastigi Plastik 18 mt/gr
Kullanim Yeri Using Area
Palet tasiyan konveyorlerin kayislarinin sirtinme It presents friction surfaces for belt of pallet carrier
ylizeyini olusturur. Plastik zemin kayganhgi arttirir. conveyors. Plastic ground increases slickness. It is
45x75 konveyor profilinin Gst kanalina takilir. applied to top of the 45x75 profile canal (See page :22)

Bak ( Sayfa 22)
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